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About this book

Using this document

This manual describes the installation of SUPRA Server PDM in the
VSE/ESA environment.

Document organization
The information in this manual is organized as follows:

Chapter 1—Planning considerations and resource requirements
Provides a list of available components and their associated release
levels.

Chapter 2—SUPRA Server PDM installation
Discusses steps to install the SUPRA Server PDM tapes.

Chapter 3—Tailoring and operational considerations
Discusses special performance and tailoring options.

Chapter 4—Product verification
Use the product verification guide to verify a proper installation.
Contact your Cincom representative if you have any problems.

Appendix A—SUPRA Server PDM space requirements
Lists space requirements for this release of SUPRA Server PDM.

Appendix B—SUPRA Server PDM tape file contents
Lists and describes each file on the installation tapes.

Index

VSE/ESA Installation Guide Vil



About this book

viii

Revisions to this manual

¢

Planning considerations and resource requirements have been moved
to this manual. They were formerly in the SUPRA Server Planning
Guide, P26-0422, which has been eliminated from the documentation
set. Please see “Planning considerations and resource requirements”
on page 15.

The NORMAL component is no longer shipping. References to
NORMAL have been deleted from this document.

The required release level of VSE/ESA has been changed from 1.3 to
2.2.

If you run SPECTRA, you need to relink. See "Relinking for SPECTRA
support” on page 35.

Installation instructions have been changed to unclude updating the

options module. See "Updating the CSTHOPTN module and JCL to
assemble and link" on page 38.

P26-0132-01



About this book

Conventions

The following table describes the conventions used in this document.
These conventions will help you identify statements, commands, and
references within the text and software.

Convention Description Example
?382‘ ant width Represents screen images and PUT " custorrer. dat®
segments of code. "miller\custoner.dat"
PUT '\ DEV\ RMIO'
Slashed b () Indicates a space (blank). BEGNDDDHSERI AL

The example indicates that four spaces
appear between the keywords.

Brackets [ ] Indicate optional selection of parameters.
(Do not attempt to enter brackets or to
stack parameters.) Brackets indicate
one of the following situations:

A single item enclosed by brackets [ VHERE sear ch-
indicates that the item is optional and can ~ ¢°ndi tionl
be omitted.

The example indicates that you can
optionally enter a WHERE clause.

Stacked items enclosed by brackets QWAIT) O
represent optional alternatives, one of gNOWAW)E

which can be selected.

The example indicates that you can
optionally enter either WAIT or NOWAIT.
(WAIT is underlined to signify that it is the
default.)

VSE/ESA Installation Guide ix



About this book

|C0nvention |Description Example
Braces { } Indicate selection of parameters. (Do not [ON O
attempt to enter braces or to stack MONITOR FOFFH
parameters.) Braces surrounding
stacked items represent alternatives, one
of which you must select.
The example indicates that you must
enter ON or OFF when using the
MONITOR statement.
Underlining Indicates the default value supplied when QWAIT) O
(In syntax) you omit a parameter. %NOWAIT)E

Ellipsis points...

SMALL CAPS

The example indicates that if you do not
choose a parameter, the system defaults
to WAIT.

Underlining also indicates an allowable
abbreviation or the shortest truncation
allowed.

The example indicates that you can enter
either STAT or STATISTICS.

Indicate that the preceding item can be
repeated.

The example indicates that you can enter
multiple host variables and associated
indicator variables.

Represent a required keystroke. Multiple
keystrokes are hyphenated.

STATI STI CS

I NTO : host -vari abl e
[:ind-variable],...

ALT-TAB

P26-0132-01



About this book

Convention Description Example
UPPERCASE In most operating environments, COPY MY_DATA. SEQ
lowercase keywords are not case-sensitive, and HOLD_DATA. SEQ

they are represented in uppercase. You
can enter them in either uppercase or
lowercase.

Italics Indicate variables you replace with a FROM t abl e- nane
value, a column name, a file name, and
so on.

The example indicates that you must
substitute the name of a table.

Punctuation Indicate required syntax that you must (user-id, password,
marks code exactly as presented. db- narre)
I NFI LE ' Cust . Meno'
( ) parentheses CONTROL LEN4
: period
, comma
: colon

t single quotation marks

VSE/ESA Installation Guide
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About this book

SUPRA Server documentation series

Xii

SUPRA Server is the advanced relational database management system
for high-volume, update-oriented production processing. A number of
tools are available with SUPRA Server including DBA Functions, DBAID,
precompilers, SPECTRA, and MANTIS. The following list shows the
manuals and tools used to fulfill the data management and retrieval
requirements of various tasks. Some of these tools are optional.
Therefore, you may not have all the manuals listed. For a brief synopsis
of each manual, refer to the SUPRA Server PDM Digest (OS/390 &
VSE), P26-9062.

Overview

¢ SUPRA Server PDM Digest (OS/390 & VSE), P26-9062

Getting started

¢ SUPRA Server PDM Migration Guide (0OS/390 & VSE), P26-0550*

¢ SUPRA Server PDM CICS Connector Systems Programming Guide
(OS/390 & VSE), P26-7452

General use
¢ SUPRA Server PDM Glossary, P26-0675

¢ SUPRA Server PDM Messages and Codes Reference Manual
(RDM/PDM Support for 0S/390 & VSE), P26-0126

P26-0132-01



About this book

Database administration tasks

¢

VSE/ESA Installation Guide

SUPRA Server PDM and Directory Administration Guide (0S/390 &
VSE), P26-2250

SUPRA Server PDM Directory Online User’s Guide (O0S/390 & VSE),
P26-1260

SUPRA Server PDM Directory Batch User's Guide (0S/390 & VSE),
P26-1261

SUPRA Server PDM DBA Utilities User’s Guide (OS/390 & VSE),
P26-6260

SUPRA Server PDM Logging and Recovery (OS/390 & VSE),
P26-2223

SUPRA Server PDM Tuning Guide (OS/390 & VSE), P26-0225

SUPRA Server PDM RDM Administration Guide (OS/390 & VSE),
P26-8220

SUPRA Server PDM RDM PDM Support Supplement (OS/390 &
VSE), P26-8221

SUPRA Server PDM RDM VSAM Support Supplement (OS/390 &
VSE), P26-8222

SUPRA Server PDM Migration Guide (0OS/390 & VSE), P26-0550*

SUPRA Server PDM Windows Client Support User’s Guide,
P26-7500*

SPECTRA Administrator's Guide, P26-9220

xiii



About this book

Xiv

Application programming tasks

¢

SUPRA Server PDM DML Programming Guide (OS/390 & VSE),
P26-4340

SUPRA Server PDM RDM COBOL Programming Guide (OS/390 &
VSE), P26-8330

SUPRA Server PDM RDM PL/1 Programming Guide (OS/390 &
VSE), P26-8331

SUPRA Server PDM Migration Guide (0S/390 & VSE), P26-0550*

SUPRA Server PDM Windows Client Support User’s Guide,
P26-7500*

Report tasks

¢ SPECTRA User's Guide, P26-9561
NOTE Manuals marked with an asterisk (*) are listed more than once because
5 — you use them for multiple tasks.
NOTE Educational material is available from your regional Cincom education

department.
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1

Planning considerations and resour ce
requirements

The following table lists the current release levels for components of
SUPRA Server PDM Release 2.7 in the VSE/ESA environment.

Component Service level
Burrys 2102
Catalogued procedures 2111
CICS interface 2105
Common Logic Modules v2 2106
Common Logic Modules v3 2105
Comprehensive Retrieval 2131
CSIXIO 2033
Device-dependent modules 2035
Directory Maintenance 2123
Physical Data Manager 2316
Relational Data Manager 2165
Software selection menu 2033
Utilities (DBA) 2114
Utilities (v2) 2114
Pascal run-time system 15
SPECTRA 2408
SPECTRA VSAM support 2408
SPECTRA SUPRA V1 RDM support 2408

VSE/ESA Installation Guide



Chapter 1 Planning considerations and resource requirements

General planning considerations before installation

Before installing SUPRA Server PDM support, you must ensure that your
software, hardware, and any field-developed products you have are
compatible with SUPRA Server. Refer to later chapters in this manual for
additional information.

Compatible system software

The following table lists the systems software releases compatible with
SUPRA Server PDM support.

Type Compatible releases
Operating systems 0S390 all versions through V2 R9
VSE/ESA V2 R2 or higher
Communications software ACF/VTAM 1.3 and above
BTAM

0S/390 ESA/CICS R4
CICS/VSE V2 R2
ESA CICS V3 R3
ESA CICS V4

TS 1.3

RDM application BASIC

programming languages* C**
COBOL**
COBOL I
FORTRAN
PL/I
MANTIS

16 P26-0132-01



General planning considerations before installation

Compatible hardware

The following table lists the hardware compatible with SUPRA Server

(PDM/RDM support):

|Type

Compatible hardware

CPUs

Terminals
Disk drives*

Tape drives

370

303x
308x
309x
P390

All 3270 family terminals

3330
3330-11
3340
3350
3375
3380
3390
9345

All (excluding 8809)

*  Files on SUPRA Server installation tapes are generated on and for 3380
devices. If you load the files onto devices other than 3380s, follow the
instructions in the Installation Guide to make the necessary changes.

Compatible Field-Developed Products

The following table lists which Field-Developed Products (FDPs) are
compatible with SUPRA Server (PDM/RDM support) and which are not:

| FOP

| Compatibility

Continuous Operation Facility

Compatible*

Physical Data Manager Buffer Cache Not Compatible

Physical Data Manager XA Support
Multiple PDM Facility

RDM Statistics

Selective Global View Facility

CICS RDM Refresh

RDM CICS XA Support

Not Compatible
Compatible*
Compatible*
Compatible*
Not Compatible
Not Compatible

* A new release of this FDP is required for SUPRA Server.

VSE/ESA Installation Guide
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Chapter 1 Planning considerations and resource requirements

Resource requirements for SUPRA Server release 2.7 (VSE)

18

Resource requirements for SUPRA Server include the following:
¢ Disk storage requirements
¢ Memory requirements

¢ CICS table requirements

NOTE

This chapter does not address the disk storage requirements or memory
requirements for SPECTRA or MANTIS. Refer to the appropriate
SPECTRA or MANTIS documentation for information about the memory
requirements of those products.

Disk storage requirements

You will need to consider disk space requirements for SUPRA Server .
The figures shown in this chapter are approximate and are for planning
purposes only. Refer to later chapters for more precise space
requirements.

NOTE

The figures in this section include all of the data files supplied by Cincom.
They do not include the user data files you create for your business.

P26-0132-01



Resource requirements for SUPRA Server release 2.7 (VSE)

The following table lists SUPRA Server disk space requirements for

VSAM files:
Units per device
3330 3340 3350 3375 3380 FBA

Component Tracks Tracks Tracks Tracks Tracks Blocks
Libraries 2,673 15,759 5,883 3,768 3,390 110,924
Data files (Directory, 2,792 4,220 2,093 1,066 860 66,696
Task Log, and
Burrys)
Work files 1,420 2,430 1,149 1,107 998 13,707
Total 6,885 22,409 9,125 5,941 5,248 191,327

The following table lists SUPRA Server disk space requirements for

BDAM files:

Tracks per device
3330 3340 3350 3375 3380

Component Tracks Tracks Tracks Tracks Tracks
Libraries 2,673 15,759 5,883 3,768 3,390
Data files (Directory, 1,740 2,951 1,134 650 530
Task Log, and Burrys)
Work files 1,420 2,430 1,149 1,107 998
Total 5,833 21,140 8,166 5,525 4,918

VSE/ESA Installation Guide
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Chapter 1 Planning considerations and resource requirements

20

Memory requirements

You need to consider SUPRA Server memory requirements for the

following components:

¢ The memory required for the SUPRA Server PDM partition

¢ The memory required for the SUPRA Server CICS partition

If you run the SUPRA Server PDM in attached mode or attached central
mode, so that the SUPRA Server PDM and CICS share the same
partition, your SUPRA Server memory requirements for that shared
partition are the sum of the SUPRA Server PDM memory requirements
and the SUPRA Server CICS memory requirements.

PDM memory requirements

The following table provides guidelines for determining whether you have
a small, medium, or large SUPRA Server database:

Category Small Medium Large
Interface 3 5 8
Threads 5 10 20
Tasks 25 70 150
Maximum Records Locked 650 1750 5250
for Update (Including
Directory Records)
Files 50 150 250
Total Record Codes 150 450 750
Total Fields 3750 11,250 18,750
Secondary Keys 100 300 500
Buffer Pools 1 5 10
# Buffer Pools 5 25 50
Average Blocks/File 75 500 1200
Average Block Size 4K 4K 4K
P26-0132-01



Resource requirements for SUPRA Server release 2.7 (VSE)

The following table lists the estimated memory requirements for small,

medium, and large users:

Memory type Medium (kilobytes) |Large

Multitask PDM

overhead

Nonfile related

memory

User file related

memory

Directory related

memory

Command related

memory
Total

783 783

207 413

2,095 5,388

249 508

45 135

3,379 7,227

These calculations are for normal operation of the PDM. Additional
short-term memory consumption may occur. These figures assume the

default size is used for the PDM trace table.

Use these figures only as a general guideline. Your system will vary.
Refer to the SUPRA Server PDM Tuning Guide (OS/390 & VSE),

P26-0225, for more specific information.

VSE/ESA Installation Guide
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Chapter 1 Planning considerations and resource requirements

22

CICS memory requirements

You must also consider the memory requirements for SUPRA Server
components in the CICS partition. It does not address the memory
requirements of CICS itself, your SUPRA Server applications, or any
non-SUPRA Server CICS applications.

The following types of memory are in the CICS patrtition:

¢

¢

SVA memory is the Shared Virtual Area.

GETVIS memory is VSE operating system memory which is reserved
for non-CICS use.

Resident memory is reserved for programs which must reside
permanently in the CICS partition. If a program is resident, there will
always be one copy of the program even if there are no users.

The Dynamic Storage Area (DSA) is memory that CICS dynamically
allocates and deallocates. Shared DSA memory contains programs
that are shared by all users of the program. For example, no matter
how many Directory Maintenance users there are, there is at most
one copy of each Directory Maintenance module. User DSA per
thread is memory allocated per CICS Interface thread to PDM while
the thread is connected. User DSA per task is memory allocated to a
user only while signed on.

P26-0132-01



Resource requirements for SUPRA Server release 2.7 (VSE)

The following table lists the SUPRA Server VSE CICS memory
requirements by component:

Sommmmmmm e CICS DSA -—------mmmmemme >
< User >
| Resident | |
Component SVA GETVIS (kilobytes) Shared |Thread |Task
CICS Interface - - 155 24 13 1-2
Software Selection - - - - - 15
Facility
Directory - - - 851 - 61
Maintenance
RDM 570* 339- 154 196*** - -
343**
DBAID - 63 210 - - 1
Totals 570 402-406 363 1071 N/A N/A

*  CSVNVRES may be resident either in SVA or in the CICS partition.
**  Varies with the number and size of heaps.
***  Varies with the number and size of stacks.

See “CICS memory requirements calculations” on page 24 for the
calculations used to derive the memory requirements listed in the table
above.

VSE/ESA Installation Guide 23



Chapter 1 Planning considerations and resource requirements

CICS memory requirements calculations

The memory requirements listed in the previous table are derived from
the following formulas. The formulas are in order by component and
memory type, and in the same order as the components appear in the
previous table.

¢ CICS Interface resident memory requirement

CSTXCSMT size

141K

¢ CICS Interface DSA memory requirement
= 24K + (13K per thread) + (1K-2K per task)

For more information, refer to the SUPRA Server PDM Tuning Guide
(OS/390 & VSE), P26-0225.

¢ Software Selection Facility DSA memory requirement

(Program context/data (12K) + transaction work area (TWA)
size (3K)) per task(3K)

15K per task

¢ Directory Maintenance DSA memory requirement

Total size of the 12 Directory modules (851K)

+

((Program/context data (60K) + TWA size (1K)) per Directory
Maintenance task)

851K + (61K per Directory Maintenance task)

You must allow enough space for all 12 Directory Maintenance
modules; however, only the minimum modules needed are present in
the DSA at any given time. The remaining space is available for
temporary use by other programs. For details, refer to the SUPRA
Server PDM Tuning Guide (OS/390 & VSE), P26-0225.

24 P26-0132-01



Resource requirements for SUPRA Server release 2.7 (VSE)

RDM SVA memory requirement
= RDM resident module (CSVNVRES) size
= 570K

If you include external VSAM support in your RDM, you must add 4K
to this requirement.

RDM GETVIS memory requirement
RDM run-time module (CSVNVRUN) size (37K)

(Number of RDM slots * size of RDM slots - varies; default is
5 heaps @ 64K)

= 357K

If you include external VSAM support in your RDM, you must add 4K
to this requirement.

+

RDM resident memory requirement
= CSVNPLVS size
= 46K

RDM DSA memory requirement

5 stacks @ 63K (default)

315K (default)

DBAID GETVIS memory requirement
= 63K

DBAID resident memory requirement
= CSVLVDBA size + CSVODBA size
= 210K

NORMAL is not included in the previous tables. If you use NORMAL
these values must be added.

VSE/ESA Installation Guide

NORMAL GETVIS memory requirement

= Global view area size needed for NORMAL RDM global
views

= 155K
NORMAL DSA memory requirement

(Program context/data size (254K) + TWA size (3K) +
CSRCPDV size (4K)) per NORMAL task

261K per NORMAL task

25



Chapter 1 Planning considerations and resource requirements

CICS table requirements
When you install SUPRA Server components in an existing VSE CICS

system, you must include the library containing any SUPRA Server
programs to be loaded by CICS services in your corelib/phase
concatenation.

SUPRA Server can require changes to the following CICS tables:
¢ Destination Control Table (DCT)

¢ File Control Table (FCT)

¢ Program Control Table (PCT)

¢ Program List Table Initialization (PLTI)

¢ Program List Table Termination (PLTT)

¢ Processing Program Table (PPT)

¢ System Initialization Table (SIT)

¢ Transaction List Table (XLT)

The installation tape will contain members in a sublibrary of the source-
statement library. You can copy these members into your current CICS
tables to upgrade them for this release. There are separate members for
each table affected.

At installation time, you will need to examine the supplied members to
ensure that optional parameters are reviewed and set per your
installation requirements before you copy them into your tables and
reassemble.

For more information on the SUPRA Server required CICS table entries,

refer to the SUPRA Server PDM CICS Connector Systems Programming
Guide (OS/390 & VSE), P26-7452.

26 P26-0132-01



2

SUPRA Server PDM Installation

To install SUPRA Server PDM Release 2.7, perform these steps:

1.
2.

8.
9.

Install the SUPRA Server PDM Release 2.7 libraries.
Download the remaining files on the tape.

Update the PROCS and JCL as required.

Change the file names in the necessary procedures.
(Optional) Relink for SPECTRA support.

Update the work files.

Update the volume names and the VSAM catalog name.
Update the CSTHOPTN options module in the SUPRA Maclib.

Assemble and link the changed options module.

The following sections provide detailed instructions for completing these
steps.

VSE/ESA Installation Guide
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Chapter 2 SUPRA Server PDM installation

Installing the SUPRA Server PDM Release 2.7 libraries

28

Your SUPRA Server PDM Release 2.7 libraries have been generated
using the IBM LIBR Backup utility. Use the following JCL to restore the
library and sublibrary from the tape or cartridge.

Review the JCL closely before you submit it. You must change the
library, sublibrary, extent information, and volume names to reflect the
naming conventions used at your site. For library size information, refer
to "Resource requirements for SUPRA Server release 2.7 (VSE)" on
page 18 or “SUPRA Server PDM space requirements” on page 95.

You can install SUPRA Server PDM Release 2.7 into a new test
environment or upgrade an existing test environment. If you are
upgrading from a prior release, make backup copies of all your current
files before you begin the installation.

This tape contains only the patches that are required for SUPRA Server
PDM to function correctly. If you have used previous releases of SUPRA
and have applied optional patches, contact your Cincom representative
to review the optional patches available for this release. The BASEARS
member in the VSE release library contains a list of all the patches that
are currently applied.

P26-0132-01



Installing the SUPRA Server PDM Release 2.7 libraries

/1 JOB RESTORE
/1 PAUSE PLEASE MOUNT TAPE 1 FOR SUPRA LI BRARY | NSTALLATI ON

// DLBL SUPLIB,' YOUR LI B. SYSLIB'
/1 EXTENT , VOLLI B, ,, xxxx,yy (extent infornmation)

/1 ASSGN SYS005, CUWU (tape drive address)
/1 MIC REW SYS005

/1 EXEC LIBR
DEF L=SUPLI B REPLACE=YES /* DEFI NE LI BRARY */
DEF SUBLI B=SUPLI B. YOUR_SUB /* DEFI NE SUBLI BRARY */
RESTORE SUBLI B=CI NLI B. CUSTOMVER: SUPLI B. YOUR_SUB -
LI ST = YES /* LI ST SPECI FI CATION */ -
REPLACE = YES /* REPLACE OPTI ON * -
TAPE = SYS005 /* TAPE ADDRESS */
/1 EXEC LIBR

DEF SUBLI B=SUPLI B. MULTI PDM / * DEFI NE SUBLI BRARY */
RESTORE SUBLI B=SUPLI B. MULTI PDM SUPLI B. YOUR_SUBM -

LI ST = YES /* LI ST SPECI FI CATION */ -
REPLACE = YES /* REPLACE OPTI ON * -
TAPE = SYS005 /* TAPE ADDRESS */

/ *

/1 EXEC LIBR

DEF SUBLI B=SUPLI B. YOUR_SSUB /* DEF. SUBLIB ( SPECTRA) */
RESTORE SUBLI B=CI NLI B. CUST3: SUPLI B. YOUR_SSUB -

LI ST = YES /* LI ST SPECI FI CATION */ -
REPLACE = YES /* REPLACE OPTI ON *l -
TAPE = SYS005 /* TAPE ADDRESS */

| *
/&

Submit the completed JCL to your VSE machine. When the job executes
successfully, the installation of the libraries is complete.
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Downloading the remaining files from the second tape

Follow these steps to edit the sample JCL member INSTPDM.JCL that is
supplied in the SUPRA sublibrary:

30

1.

2.

Change all occurrences of ==to /.

Change all occurrences of CUU to the address where the tape drive
is attached to your VSE machine.

Add POWER statements, if necessary.
Ensure that the partition size is at least 3024K.

Update the variables in INSTPDM.JCL as discussed on the following
pages.

Review and submit the INSTPDM.JCL to the VSE machine.

NOTE

This JCL is set up to download the tape for the BDAM access
method and a 3390 device type. If you are changing the access
method or device type, you must run the Modify Schema, Valmod,
and Directory Maintenance steps. Otherwise, those steps may be
omitted.

Modify the jobs as indicated in each step. You can run these jobs
individually or simultaneously, but you must run them in the exact
order in which they appear.

If you ordered and installed SPECTRA, you will need to edit the sample
JCL member INSTPDMS.JCL that is supplied in the SPECTRA
sublibrary, in order to download data files. Use the same steps you used
to update the INSTPDM.JCL member for SUPRA.

If you wish to use a PDM LV0O0 PFS for SPECTRA, you will need to
complete the section "Updating the CSTHOPTN module and JCL to
assemble and link" on page 38 before submitting the INSTPDMS.JCL to
your VSE machine.
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Downloading the remaining files from the second tape

You must change the following variables in the installation JCL and

procedures.
Variable Purpose
Cuu Tape drive address (e.g., 180)

CSIWK1_EXTENT
CSIWK2_EXTENT
CSIWK3_EXTENT

CSUWORK_EXTENT

DATA_QUAL
DATA_VOLUME

SUB_LIBRARY

UTLRCVR_EXTENT

VOLLIB
VOLQ
VSAM_CATALOG
VSAM_VOLUME
WORK_QUAL

WORK_VOLUME
XXXX
YOUR_LIB
YOUR_SSUB

YOUR_SUB
YYY

Extent for PDM Utility work file
Extent for PDM Utility work file
Extent for PDM Utility work file
Extent for PDM Utility work file

High level dataset qualifier name for
Directory, Burrys, task log, etc.

Volume for data files (e.g.,
Directory, Burrys, task log, etc.)

SUPRA 2.7 sublibrary

Extent for PDM Recover Utility work
file

Supra 2.7 product library volume
Extent volume (SPECTRA PFS)
User catalog

Volume for VSAM files

Work dataset nhame high level
qualifier (e.g., CSIPARM,
SORT.WORK1, etc.)

Volume for work files
Extent location (data)
SUPRA 2.7 product library

SPECTRA sublibrary containing
procedures

SUPRA 2.7 sublibrary
Extent size

VSE/ESA Installation Guide

31



Chapter 2 SUPRA Server PDM installation

You must change the following PROCS to install the second tape.

Installation type

PROCS you must change

All installations

BDAM

VSAM

TISLIBS
TISMSAS
TISUTWK
TISUTSRT
TISDBPM

TISBRTP1
TISDBSD
TISDBDA
TISBRSD
TISBRDA

TISBRTP2
TISDBVS
TISDBVSD
TISBRVS
TISBRVSD
TISMPCH
TISMSIPT

When PAUSE displays on the VSE console, mount the second tape on
the tape drive and respond to the PAUSE prompt. When all the jobs

have executed successfully, the file installation is complete.

NOTE If you have chosen to have SUPRA use the BDAM access method, then

5 m— there is no need to change the VSAM JCL to Procs. If you have chosen
2 VSAM access, then there is no need to change the BDAM JCL to Procs.
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Updating the PROCS and JCL

Updating the PROCS and JCL

Change the following libraries as needed.

|Library |Change(s) required
TISLIBS DLBL, EXTENT, and LIBDEF JCL for SUPRA
libraries; LIBDEF JCL for SUPRA sublibraries.
TISLIBSM Same as TISLIBS with multi-task library.

Change the procedure library, sublibrary, and volume names as needed
in the following JCL jobs.

JCL Purpose

INSTPDM.JCL Installs the Supra files tape

INSTPDMS.JCL Installs SPECTRA files included on the Supra
files tape

TXJCENTP.A Initializes the central PDM.

TXJSHUTP.A Terminates the central PDM.

NOTE The INSTPDMS.JCL member used to install the SPECTRA data files

5 — from the second tape resides on the Spectra sub-library if you installed it.
fge— If you wish to use a PDM LVO0O PFS for SPECTRA, you will need to
complete the section "Updating the CSTHOPTN module and JCL to
assemble and link" on page 38 before submitting the INSTPDMS.JCL to

your VSE machine.
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Changing the file names

Make the indicated changes to the following procedures.

|Procedure |Change(s) required

TISDBDA BDAM directory file DA DLBLs (file names)

TISDBSD BDAM directory file SD DLBLs (file names and starting extents)

TISDBVS VSAM directory file DLBLs (file names)

TISDBVSD VSAM directory file allocations - IDCAMS (file, volume, and VSAM

catalog names)

TISBRDA BDAM Burrys file DA DLBLs (file names)

TISBRSD BDAM Burrys file SD DLBLs (file names and starting extents)

TISDBVS VSAM directory file DLBLs (file names)

TISBRTP1 BDAM Burrys files unload from tape

TISBRTP2 VSAM Burrys files unload from tape

TISBRVS VSAM Burrys file DLBLSs (file names)

TISBRVSD VSAM Burrys file allocations (file, volume, and VSAM catalog names)
If you installed SPECTRA, make the indicated changes to the following
procedures.

Procedure |Change(s) required

TISSPVS SPECTRA personal file DLBLs - VSAM (file names)

TISSPLVD SPECTRA personal allocations - IDCAMS (file, volume, and VSAM

catalog names)

TISSPSVS SPECTRA sort file DLBLSs - VSAM (file names)

TISSPSVD SPECTRA sort file allocations - IDCAMS (file, volume, and VSAM

catalog names)

TISSPSQ SPECTRA sequential file allocations (file names and starting extents)

TISSPSQD SPECTRA sequential REPRO from tape (file names)

TISSPSD SPECTRA personal file allocations - BDAM (file names and starting

extents)

TISSPDA SPECTRA personal file - BDAM (file names and starting extents)

34
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Relinking for SPECTRA support

Relinking for SPECTRA support

This step is OPTIONAL. If you use SPECTRA, you will need to relink.
Follow the instructions for your environment.

If you will run SPECTRA for the SUPRA 2.7 RDM/PDM environment,
follow these steps:

1. For module DATBAS and/or DATBASC for Release 2.7, rerun VSE
linkdecks LKGCOPDM, LKGPDPDM, LKGJBQRY, and LKGJBPDM.

2. Remove phases CSGBCALS and CSGCCALS.

If you will run SPECTRA in a SUPRA Release 1.x environment with
RDM, follow these steps:

1. Update LKGCOGRY to remove the INCLUDE statement for
CSVNICIC.

2. Relink LKGCOGRY.

3. Remove phases CSGBCALS and CSGCCALS.
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Updating the work files

Make the indicated changes to the following procedures.

|Procedure |Change(s) required

TISCRWK Comprehensive Retrieval work file DLBLs (file
names and starting extents)

TISMSIPT IJSYSIN (reader) file DLBL (file name and
starting extents; must match TISMSPCH)

TISMSPCH IJSYSPH (punch) file DLBL (file name and
starting extents; must match TISMSIPT)

TISUTWK DBA Utilities work files DLBLs (file names
and starting extents)

TISUTSRT DBA Utilities sort work file DLBLs (file names
and starting extents)

TISDBPM CSIPARM file DLBLs (file names and starting

extents). Delete the first 2 characters in the
statement *./ COPY, so that ./ COPY starts in
column 1.
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Updating the volume names and the VSAM catalog name

Updating the volume names and the VSAM catalog name

Make the indicated changes to the following procedures.

|Procedure |Change(s) required

TISMSAS ASSGN statements for SUPRA
data and some work files (volume
names and VSAM catalog name)

TISCRAS ASSGN statements for
Comprehensive Retrieval work files
(volume name)
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Updating the CSTHOPTN module and JCL to assemble and

link

38

After updating the CSTHOPTN module with the password and dates
provided in the installation package and any other options you wish to
alter (see the SUPRA Server PDM and Directory Administration Guide
(OS/390 & VSE), P26-2250), change the procedure library, sublibrary,
and volume names as needed in the JCL member TXJPOPTN.A in the
sublibrary and change all occurrences of [to /Oand all occurrences of &
to /&. If you need to add any POWER statements, you may also want to
add them at this time.

JCL Sample Purpose

TXJPOPTN Assemble and link the CSTHOPTN module in
AMODE 24/RMODE24

NOTE

0 o—

You cannot execute any SUPRA programs until this information is valid
for the CPU on which SUPRA will be running.
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3

Tailoring and operational
consider ations

When you are installing SUPRA Server PDM Release 2.7, you should be
aware of the following tailoring and operational considerations:

¢ Understanding prerequisite software

¢ Configuring VSE partitions

¢ Allocating VSAM space

¢ Defining the SUPRA CICS connector

¢ Initializing the central PDM

¢ Understanding CICS table requirements
¢ Terminating the central PDM

¢ Using the maintenance record

¢ Installing Access 2033

Understanding prerequisite software

SUPRA Server PDM Release 2.7 requires VSE/ESA Release 2.2 and
above.
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Configuring VSE partitions

Set up the VSE machine as follows:

¢ Configure the database partition with V-SIZE of 2.5 MB and GETVIS
of 2 MB.

¢ Configure the CICS partition with V-SIZE of 3 MB and GETVIS of 2
MB.

¢ Configure the batch partition (used to run utilities) with
V-SIZE of 1536K and GETVIS of 512K.

Since SUPRA Server PDM Release 2.7 utilizes XPCC communications,
for VSE/ESA Release 1.3 and above these partitions can reside in
separate address spaces.

Allocating VSAM space

The installation tape contains several VSAM files, and you allocate VSAM
space for other files during the installation.

The installation JCL lets you use either a user catalog or master catalog
name during installation. The JCL also allows you to allocate space on
up to five different volumes. (See “SUPRA Server PDM space
requirements” on page 95 for space requirements by device type.)

After you define your master or user catalog, define the space required
for Release 2.7 on that catalog. Then, proceed with the tape installation.

Defining the SUPRA CICS connector

For information on tailoring your PDM CICS interface, refer to the SUPRA
Server PDM CICS Connector Systems Programming Guide (OS/390 &
VSE), P26-7452.
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Initializing the central PDM

Initializing the central PDM

Once you have installed the libraries and files, you can initialize the
central PDM. Edit the JCL member TXJCENTP.A in the sublibrary to
change all occurrences of [to /Oand all occurrences of & to /&. If you
need to add any POWER statements, you may also want to add them at
this time.

Submit this JCL to your VSE machine in a partition with at least 3,024K of
memory.

Understanding CICS table requirements

Refer to SUPRA Server PDM CICS Connector Systems Programming
Guide (0OS/390 & VSE), P26-7452 for CICS install information.

You must also alter your CICS execution JCL by adding DLBL, EXTENT,
and LIBDEF statements to access the SUPRA procedures (PROCS).
Add the following JCL after the LIBDEF statement:

/1 EXEC PROC=TISLIBS (SUPRA libraries)

/1 EXEC PROC=TI SMBAS  (SUPRA ASSGN st at enent s)

/| EXEC PROC=TI SSPSVS (SPECTRA sort files - SPECTRA orders)

/1 DLBL CSI PARM ' WORK_QUAL. CSI PARM

/1 EXTENT SYS020 (PDM CSIPARM file created by TXJCENTP)

After you make the necessary changes, submit the CICS startup JCL to
the VSE machine in a partition with at least 6,096K of memory.

Terminating the central PDM

The TXJSHUTP.A JCL member executes the terminate utility. Run this
job any time you need to bring down the central PDM.

Edit this member to change all occurrences of [to /Oand all occurrences
of &to/&. Add any necessary POWER statements and save this
member for future use.
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Using the maintenance record

A source member named BASEARS.A is included on your SUPRA
Server PDM tape, cataloged in your sublibrary. This member contains a
list of all the ARs that may have been applied to SUPRA Server PDM.

NOTE Keep this member current at all times. This list is an important reference
5 — when you contact the Cincom support center.

Installing Access 2033

The MANTIS Repro cluster for Access 2033 is included on your SUPRA
Server PDM tape. You should use the standard MANTIS procedures to
install Access 2033. (For more information, refer to the MANTIS Startup
and Configuration Guide, P39-5019.)
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Product verification

To verify your SUPRA Server PDM installation, you will follow procedures

to verify:

¢ Directory Maintenance
¢ Interactive Services

¢+ RDM

¢ SPECTRA

The following sections provide detailed instructions for verifying each of
these components.
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Verifying Directory Maintenance

After signing on to CICS, enter transaction DIRM. Enter CSI-DBA for the
DBA ID and CSI-DBA for the password; then press ENTER to display the

Directory Maintenance menu.

TI S/ XA DI RECTORY MAI NTENANCE

ENTER CATEGORY:

AS
AT
BP
Cs
DC
DM
ED
EM
Fl

FK
IR
KC
LG

ACCESS SET

ATTRI BUTE

BUFFER POOL

CONCEPTUAL SCHENVA

DI RECTORY COVPONENT DSC
DOVAI N

ENVI RONMENT DESCRI PTI ON
EDI T MASK

FILE

FOREI GN KEY

I NTERNAL RECORD

KEY CODE

LOG GROUP

LV
MR
PF
PR
RE
RW
sC
SG
SK
TA
us
XF

LOG CAL VI EW
MAI NTENANCE RESTRI CTI ON
PHYSI CAL FI ELD
PROCEDURE
RELATI ON
RESERVED WORD
SCHEMA

SECURI TY GROUP
SECONDARY KEY
TABLES

USER

EXTERNAL FI ELD

ACTI VE SC. BURRYSCH ACTIVE ED. BURRYENV MAI NTENANCE PERM TTED. NO

To verify the delivered schemas, enter SC for the category; then press

ENTER.

TI S/ XA DI RECTORY MAI NTENANCE

ENTER CATEGORY: SC

AS
AT
BP
Cs
DC
DM
ED
EM
Fl

FK
IR
KC
LG

ACCESS SET

ATTRI BUTE

BUFFER POCOL

CONCEPTUAL SCHEMA

DI RECTORY COVPONENT DSC
DOVAI N

ENVI RONVENT DESCRI PTI ON
EDI T MASK

FI LE

FOREI GN KEY

I NTERNAL RECORD

KEY CODE

LOG GROUP

LV
MR
PF
PR
RE
RW
sC
SG
SK
TA
us
XF

LOG CAL VI EW
MAI NTENANCE RESTRI CTI ON
PHYSI CAL FI ELD
PROCEDURE
RELATI ON
RESERVED WORD
SCHENA

SECURI TY GROUP
SECONDARY KEY
TABLES

USER

EXTERNAL Fl ELD

ACTI VE SC. BURRYSCH ACTI VE ED: BURRYENV MAI NTENANCE PERM TTED: NO
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Verifying Directory Maintenance

The Schema: Commands screen displays. Enter SD for the selection
code, FI for the subcategory code, and CSISCH20 in the schema field;
then press ENTER.

SCHEMA:  COMVANDS TI S/ XA DI RECTORY MAI NTENANCE
AD  ADD RL RELATE
CG CHANGE RM  REMOVE
CK  CHECK RN RENAMVE
CoO  CorY SD  STRU DSPLY
DE DELETE SE SHORT EDI'T
DI DI SPLAY SF SPEC FUNC
LE LONG EDIT ST SHORT TEXT

LT LONG TEXT

ENTER SELECTI ON CCDE: SD SUBCATEGCRY CODE: FlI
ENTER NAM NG DATA:

SCHEMA: CSI SCH20

ACTI VE SC. BURRYSCH ACTI VE ED: BURRYENV MAI NTENANCE PERM TTED: NO

The files related to the CSISCH20 schema are listed. Press ENTER to
return to the command screen.

SCHEMA: STRU DSPLY TI S/ XA DI RECTORY MAI NTENANCE
SCHEMA:  CSI SCH20

LAST UPDATE 12.06.13 08/12/1998 V. 0017 USER: CSI - DBA

Fl CoPY
Fl C$-N
Fl Cs-#
Fl C$-D
Fl Cs-T
Fl C$-S
Fl RPTR
Fl TLOG
Fl SLOG
Fl STAT
COMVAND:
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Press ENTER to display the command screen again.

SCHEMA:  COMVANDS

AD
CG
CK
Cco
DE
DI

LE
LT

ENTER SELECTI ON CCDE: SD

ENTER NAM NG DATA:

ADD
CHANGE
CHECK
CoPY
DELETE

DI SPLAY
LONG EDI T
LONG TEXT

SCHEMA:

TI S/ XA DI RECTORY MAI NTENANCE

RL
RM
RN
SD
SE
SF
ST

CSI SCH20

RELATE
REMOVE
RENAVE
STRU DSPLY
SHORT EDI T
SPEC FUNC
SHORT TEXT

SUBCATEGCRY CODE: FlI

ACTI VE SC. BURRYSCH ACTI VE ED: BURRYENV MAI NTENANCE PERM TTED: NO

The command screen redisplays the last command that you entered.
Move the cursor to the schema name and enter BURRYEXT in place of
CSISCH20. Press ENTER to display the files.

SCHEMA: STRU DSPLY
SCHEMA:  BURRYEXT

TI S/ XA DI RECTORY MAI NTENANCE

LAST UPDATE 11.24.35 12/11/1997 V. 0002 USER CSI-DBA

Fl ESDP
Fl E$SEM
Fl ESWH
Fl E$DM
Fl ESPY
Fl E$SL
Fl ESMG
Fl STAT
Fl TLOG
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Verifying Directory Maintenance

The files related to the BURRYEXT schema are listed. Press ENTER to
return to the command screen.

SCHEMA:  COMVANDS

AD

SmPRB8K8

ENTER SELECTI ON CCDE: SD

ENTER NAM NG DATA:

ADD
CHANGE
CHECK
CcoPY
DELETE

DI SPLAY
LONG EDI T
LONG TEXT

SCHEMA:

TI' S/ XA DI RECTORY MAI NTENANCE

RL
RM
RN
SD
SE
SF
ST

BURRYEXT

RELATE
REMOVE
RENANVE
STRU DSPLY
SHORT EDI T
SPEC FUNC
SHORT TEXT

SUBCATEGCRY CODE: FlI

ACTI VE SC. BURRYSCH ACTI VE ED: BURRYENV MAI NTENANCE PERM TTED: NO

The command screen redisplays the last command that you entered.
Move the cursor to the schema name and enter BURRYSCH in place of

BURRYEXT. Press ENTER to display the files.

SCHEMA: STRU DSPLY

SCHEMA: BURRYSCH

TI S/ XA DI RECTORY MAI NTENANCE

LAST UPDATE 12.07.48 08/12/1998 V: 0029 USER CSI-DBA

Fl coPY
Fl C$-N
Fl Cs-#
Fl C$-D
Fl Cs-T
Fl C$-S
Fl RPTR
Fl TLOG
Fl SLOG
Fl STAT
Fl E$SRG
Fl E$BR
Fl E$SMB
Fl ESMF
Fl E$CU
Fl E$SK
COMMAND: M

The first 16 files are listed. Press Enter to continue.
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SCHEMA: STRU DSPLY TI S/ XA DI RECTORY MAI NTENANCE
SCHEMA:  BURRYSCH

LAST UPDATE 12.07.48 08/12/1998 V: 0029 USER CsSI-DBA

FI E$SRG

= E$BR

FI ESMVB

= E$MF

FI E$CU

= E$SK

COMMAND: M

The next 16 files are listed. Press ENTER to continue.

SCHEMA: STRU DSPLY TI S/ XA DI RECTORY MAI NTENANCE

SCHEMA: BURRYSCH

LAST UPDATE 12.07.48 08/12/1998 V: 0029 USER CSI-DBA

Fl ESML
Fl E$VS
Fl E$SU
Fl ESIN
Fl E$I L
Fl E$PD
Fl ESPL
Fl E$PO
Fl E$ST
Fl E$SPG
Fl E$XF
Fl ESXP
Fl E$SXA
COMMAND: M

If there are more files, an M displays in the command field. Press ENTER
to continue. After all files are displayed, press PA2 to return to the
Category menu.
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Verifying Directory Maintenance

To change the category to user, enter US for the selection code and

press ENTER.

TI S/ XA DI RECTORY MAI NTENANCE

ENTER CATEGORY: US

AS
AT
BP
Cs
DC
DM
ED
EM
Fl

FK
IR
KC
LG

ACCESS SET

ATTRI BUTE

BUFFER POOL

CONCEPTUAL SCHENVA

DI RECTORY COVPONENT DSC
DOVAI N

ENVI RONMENT DESCRI PTI ON
EDI T MASK

FILE

FOREI GN KEY

| NTERNAL RECORD

KEY CODE

LOG GROUP

LV
MR
PF
PR
RE
RW
sC
SG
SK
TA
us
XF

LOG CAL VI EW
MAI NTENANCE RESTRI CTI ON
PHYSI CAL FI ELD
PROCEDURE
RELATI ON
RESERVED WORD
SCHEMA

SECURI TY GROUP
SECONDARY KEY
TABLES

USER

EXTERNAL FI ELD

ACTI VE SC. BURRYSCH ACTIVE ED. BURRYENV MAI NTENANCE PERM TTED. NO

Verify that the user STUDENT is in the directory by entering DI for the
selection code and STUDENT in the user field.

USER: COMVANDS

AD
CG
DE
DI

LE
LT
RC
RD

ADD

CHANGE
DELETE

DI SPLAY
LONG EDI T
LONG TEXT
REL CHANGE
REL DSPLY

ENTER SELECTI ON CODE: DI

ENTER NAM NG DATA:

USER:

STUDENT

RL
RM
SD
SE
ST
VD
VE

TI S/ XA DI RECTORY MAI NTENANCE

RELATE
REMOVE
STRU DSPLY
SHORT EDI T
SHORT TEXT
VAR DSPLY
VAR EDI T

SUBCATEGORY CODE:

ACTI VE SC. BURRYSCH ACTI VE ED: BURRYENV MAI NTENANCE PERM TTED: NO
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Press ENTER to display the data for STUDENT. (The STUDENT user is
required for Cincom education classes.)

USER: DI SPLAY
USER: STUDENT

TI S/ XA DI RECTORY MAI NTENANCE

LAST UPDATE 17.05.40 08/12/1998 V. 0000 USER: CsSI-DBA

USER NAME:
ADDRESS:
ADDRESS:
ADDRESS:
PHONE NUMBER:
PASSWORD:

DBA OPTI ON:
NORVAL OPTI ON:
LANGUAGE:

Cl NCOM SYSTEMS | NC.
2300 Montana Avenue

Cl NCI NNATI
OH O 45211
612-2300

Y

N

N

Press ENTER to return to the user command screen.

USER: COMVANDS

AD  ADD

CG CHANGE
DE  DELETE
DI DI SPLAY

LE LONGEDT
LT LONG TEXT
RC  REL CHANGE
RD  REL DSPLY

ENTER SELECTI ON CCDE: SD

ENTER NAM NG DATA:
USER:

ACTI VE SC. BURRYSCH ACTIVE ED. BURRYENV MAI NTENANCE PERM TTED:. NO

TI S/ XA DI RECTORY MAI NTENANCE

RL RELATE

RM  REMOVE

SD  STRU DSPLY
SE  SHORT EDI T
ST  SHORT TEXT
VD VAR DSPLY
VE VAREDT

SUBCATEGCRY CODE: LV

STUDENT

CSMWM47A VAR ABLE ATTRI BUTE DATA NOT FOUND
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Verifying Directory Maintenance

The CSMM447A message indicates that no additional descriptive data is
available for the user. Change the selection code to SD, enter LV for the
subcategory code; then press ENTER to display the logical views within
each schema.

USER. STRU DSPLY

USER STUDENT

TI S/ XA DI RECTORY MAI NTENANCE

LAST UPDATE 17.05.40 08/12/1998 V: 0000 USER: CsSI-DBA

SC BURRYSCH
LV REGN
SC BURRYSCH
LV BRAN
SC BURRYSCH
LV MANF
SC BURRYSCH
LV CusT
SC BURRYSCH
LV I NvC
SC BURRYSCH
LV PCRP
SC BURRYSCH
LV PRCD
SC BURRYSCH
LV SUPP
COMMAND: M

The STUDENT user is only related to views in the BURRYSCH schema.
Press ENTER to display the next screen.
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USER STRU DSPLY

TI S/ XA DI RECTORY MAI NTENANCE

USER: STUDENT

LAST UPDATE 17.05.40 08/12/1998 V: 0000 USER CsSI-DBA

SC BURRYSCH
LV STCK
SC BURRYSCH
LV MANL

SC BURRYSCH
LV VSNO
SC BURRYSCH
LV I NVL

SC BURRYSCH
LV PORD
SC BURRYSCH
LV POLN
SC BURRYSCH
LV RECD
SC BURRYSCH
LV STRU
COMVAND: M

Press ENTER to display the next screen.

USER. STRU DSPLY

TI S/ XA DI RECTORY MAI NTENANCE

USER STUDENT

LAST UPDATE 17.05.40 08/12/1998 V: 0000 USER: CsSI-DBA

SC BURRYSCH

LV ADD- | NvA CE

SC BURRYSCH

LV BRANCH- | NFO

SC BURRYSCH

LV BRANCH- REG ONAL- SALES
SC BURRYSCH

LV CUSTOVER- ACCOUNTS

SC BURRYSCH

LV CUSTOMVER- | NFO

SC BURRYSCH

LV I NvOl CE

SC BURRYSCH

LV MAI N- WAREHOUSE- | NVENTORY
SC BURRYSCH

LV MANI FEST

COMWWAND: M
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Press ENTER to continue.

Verifying Directory Maintenance

USER STRU DSPLY
USER STUDENT

TI S/ XA DI RECTORY MAI NTENANCE

LAST UPDATE 17.05.40 08/12/1998 V: 0000 USER CsSI-DBA

SC BURRYSCH

LV MANTI S- WORKSHOP- 1

SC BURRYSCH

LV MANTI S- WORKSHOP- 2

SC BURRYSCH

LV PO- BY- DATE

SC BURRYSCH

LV PRODUCT- PURCHASE- | NFO
SC BURRYSCH

LV REG ONAL- SHI PPI NG

SC BURRYSCH

LV SUPPLI ERS- BY- PRODUCT
SC BURRYSCH

LV VERI FY- BRANCH

SC BURRYSCH

LV VERI FY- CUSTOVER
COMMAND: M

Press ENTER to continue.

USER STRU DSPLY
USER STUDENT

TI S/ XA DI RECTORY MAI NTENANCE

LAST UPDATE 17.05.40 08/12/1998 V: 0000 USER CsSI-DBA

SC BURRYSCH

LV VERI FY- PRODUCT

SC BURRYSCH

LV VENDCOR- STOCK- NUMBERS

COMVAND:
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The last view related to the STUDENT user should be VENDOR-STOCK-
NUMBERS. Press ENTER to return to the user command screen. To add
the user DEMO to the directory, change the selection code to AD and the
user name to DEMO. Press EOF; then press ENTER.

USER. COMVANDS TI S/ XA DI RECTORY MAI NTENANCE
AD  ADD RL RELATE

CG CHANGE RM  REMOVE

DE DELETE SD  STRU DSPLY
DI DI SPLAY SE SHORT EDI'T
LE LONG EDT ST SHORT TEXT
LT LONG TEXT VD VAR DSPLY
RC  REL CHANGE VE VAR EDIT

RD REL DSPLY
ENTER SELECTI ON CODE: AD SUBCATEGORY CODE: LV
ENTER NAM NG DATA:

USER: DEMO

ACTI VE SC. BURRYSCH ACTIVE ED. BURRYENV MAI NTENANCE PERM TTED. NO

The User: Add screen displays. Complete the descriptive information for
the user. In this case, DEMO is the user name and DEMO is the
password. Change the DBA option to Y, the NORMAL option to N, and
the LANGUAGE option to ENGLISH and press ENTER, as shown in the
following example.

USER ADD TI S/ XA DI RECTORY MAI NTENANCE
USER DEMO

LAST UPDATE 14.35.39 08/12/1998 V: 0000 USER CsSI-DBA

USER NAME: DEMO
ADDRESS:

ADDRESS:

ADDRESS:

PHONE NUMBER:

PASSWORD: DEMO
DBA OPTI ON: Y

NORVAL OPTI ON: N
LANGUAGE: ENGLI SH
MAI'N SECURI TY GROUP: CSl SG001

The user DEMO has been added. However, a user cannot access data
until it is related to one or more logical views.
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Change the selection code to RL and press ENTER to relate the user
DEMO to the first view.

Verifying Directory Maintenance

USER: COMVANDS

AD  ADD

CG CHANGE
DE  DELETE
DI DI SPLAY

LE LONGEDT
LT LONG TEXT
RC REL CHANGE
RD  REL DSPLY

ENTER SELECTI ON CCDE: RL

ENTER NAM NG DATA:
USER: DEMO

RL
RM
SD
SE
ST
VD
VE

TI S/ XA DI RECTORY MAI NTENANCE

RELATE
REMOVE
STRU DSPLY
SHORT EDI T
SHORT TEXT
VAR DSPLY
VAR EDI T

SUBCATEGCRY CODE: LV

ACTI VE SC. BURRYSCH ACTI VE ED: BURRYENV MAI NTENANCE PERM TTED:

NO
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BRANCH-STOCK is one of the views in BURRYSCH related to the user
STUDENT. To relate this view to the user DEMO, enter the schema
name of BURRYSCH and enter BRANCH-STOCK in the LOGICAL VIEW

field.

USER  RELATE TI S/ XA DI RECTORY MAI NTENANCE

USER. DEMO

LAST UPDATE 14.36.07 08/12/1998 V: 0000 USER CSI - DBA

SCHEMA: BURRYEXT
LOG CAL VI EW BRANCH- STOCK

Press ENTER to display the first screen of defaults for a user and view.

USER RELATE
USER DEMO

LAST UPDATE 14.36.07 08/12/1998 V: 0000 USER CsSI-DBA

SCHEMA:

LOG CAL VI EW

BATCH DELETE OPTI ON:
ONLI NE DELETE OPTI ON:
BATCH SAVE OPTI ON:
ONLI NE SAVE OPTI ON:
BATCH DEFI NE QUERI ES:
ONLI NE DEFI NE QUERI ES:
BATCH EXECUTE QUERI ES:

ONLI NE EXECUTE QUERI ES:

ONLINE SUBM T OPTI ON:

DEFI NE COWMP. RETRI EVAL:
EXECUTE COWP. RETRI EVAL:

COMAND:  F

TI S/ XA DI RECTORY MAI NTENANCE

BURRYSCH
BRANCH- STOCK

2Z2Z2<2<X2<K2Z2<Z2

1

oF 2
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Do not change the defaults for this demonstration. The default command
is F for forward. Press ENTER to display the second screen of defaults.
Change the N to Y for the EXECUTE GEN. UPDATES and EXECUTE
RDM APPLICATION fields.

USER. RELATE

USER DEMO

TI S/ XA DI RECTORY MAI NTENANCE 2 OF 2

LAST UPDATE 14.36.07 08/12/1998 V. 0000 USER: CsSI-DBA

SCHEMA: BURRYSCH
LOG CAL VI EW BRANCH- STOCK
DEFI NE GEN. UPDATES: N

EXECUTE GEN. UPDATES: y
DEFI NE RDM APPLI CATI ON: N
EXECUTE RDM APPLI CATION:  y

COMVAND:

The changes you made will allow execution of generalized updates and
RDM applications. Press ENTER to return to the command screen.

USER: COMVANDS

AD
CG
DE
DI

LE
LT
RC
RD

ADD

CHANGE
DELETE

DI SPLAY
LONG EDI T
LONG TEXT
REL CHANGE
REL DSPLY

ENTER SELECTI ON CCDE: RL

ENTER NAM NG DATA:

USER
ACTI VE SC. BURRYSCH ACTI VE ED.

DEMO

RL
RM
SD
SE
ST
VD
VE

TI S/ XA DI RECTORY MAI NTENANCE

RELATE
REMOVE
STRU DSPLY
SHORT EDI T
SHORT TEXT
VAR DSPLY
VAR EDI T

SUBCATEGCRY CODE: LV

BURRYENV MAI NTENANCE PERM TTED. NO

Now, relate these logical views in exactly the same way that you related
the views for the BRANCH-STOCK logical view: BRAN, STCK, PROD,

and STRU.
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This completes the verification of Directory Maintenance.

PA2 to return to the Category menu.

Now, press

TI S/ XA DI RECTORY MAI NTENANCE

ENTER CATEGCRY: US

AS
AT
BP
Cs
DC
DM
ED
EM
Fl

FK
IR
KC
LG

ACCESS SET

ATTRI BUTE

BUFFER POCOL

CONCEPTUAL SCHEMA

DI RECTORY COVPONENT DSC
DOVAI N

ENVI RONMVENT DESCRI PTI ON
EDI T MASK

FI LE

FOREI GN KEY

I NTERNAL RECORD

KEY CODE

LOG GROUP

LV
MR
PF
PR
RE
RW
sC
SG
SK
TA
us
XF

LOG CAL VI EW
MAI NTENANCE RESTRI CTI ON
PHYSI CAL FI ELD
PROCEDURE
RELATI ON
RESERVED WORD
SCHENA

SECURI TY GROUP
SECONDARY KEY
TABLES

USER

EXTERNAL Fl ELD

ACTI VE SC. BURRYSCH ACTI VE ED: BURRYENV MAI NTENANCE PERM TTED: NO
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Verifying Interactive Services

NOTE This section discusses procedures for verifying Interactive Services. |If
5 r— MANTIS is not installed, proceed to the next section, "Verifying RDM" on

° page 70.

To verify Interactive Services (IN/SERVE), enter transaction code INTS
and press ENTER. Enter 1 for the service number and press ENTER.

I NTERACTI VE SERVI CES MAI N MENU
SELECT SERVI CE OPTI ON:
1. PHYSI CAL FI LE SERVI CES

2. PDM SERVI CES
3. USER EXTENSI ON SERVI CES

ENTER SERVI CE NUMBER : 1

PA2-EXIT

The Physical File Services menu displays. Enter 1 in the option field and
E$SK in the file name field. (E$SK is the file that you modified in DBAID
to allow updates in the BRANCH-STOCK view.)

PHYSI CAL FI LE SERVI CES

SELECT OPTI ON:
1. PHYSICAL FI LE I NFORVATI ON
2. FILE STATI STI CS

ENTER OPTI ON NUMBER : 1 :

ENTER FI LE NAME | F REQUESTING SINGLE FILE : E$SK
I'F YOU DO NOT ENTER A FI LE NAME, THE NEXT SCREEN W LL
DI SPLAY A LIST OF ALL VALID FI LES FROM VWH CH TO CHOCSE.

PRESS PA2 TO EXIT.

Press ENTER to display the physical file information.
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PHYSI CAL FI LE | NFORVATI ON

FILE NAME : E$SK :

DDNAME ................. : E$SK :
DATA SET NAME .......... . TI SXA E$SK
BUFFER POOL NAME ....... : REL3 :
FILETYPE .............. . RELATED
FILE MODE .............. : NATI VE
OPEN MODE .............. : SUPD

EUPD OMNER ( TASK NAME)

ACCESS METHOD .......... . BDAM :
CODED FILE ............. DN

LOG CAL RECORD LENGTH .. : 40
BLOCKSIZE .............. : 3840
BLOCKS PER TRACK ....... 11
RECORDS PER BLOCK ...... : 96
RECORDS PER FILE (TLR) . : 4224
CONTROL INTERVAL SIZE .. : O

PRIME NUMBER ........... 1
PA2-EXIT

This information is retrieved from the file description in the directory.
Press PAZ2 to return to the Physical File Services menu. Enter 2 in the
option field and E$SK in the file name field.

PHYSI CAL FI LE SERVI CES

SELECT OPTI O\
1. PHYSICAL FILE | NFORVATI ON
2. FILE STATI STICS

ENTER OPTI ON NUMBER : 2 :

ENTER FI LE NAME TO REQUEST A KNOWN FILE OR
LEAVE BLANK TO CHOOSE FROM A LI ST OF VALID FILES: E$SK :

PA2-EXI T
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Press ENTER to display the run-time statistics for the file E$SK.
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F1.
F1.
F1.
F1.
F1.

F2.
F2.
F2.
F2.

01
02
03
04
05

01
02
03
04

FI'LE STATI STI CS
FOR FI LE E$SK

TOTAL LOGCAL READS ........... ... i,
TOTAL PHYSICAL READS . ...t
TOTAL IN-MEMORY HITS ... ...
TOTAL | N-MEMORY HI TS ON UPDATED BUFFER .........
TOTAL PHYSI CAL UPDATES FORECED BY PHYSI CAL READ.

AVG LOG CAL READS PER PHYSICAL READ ...........
of LOG CAL READS WHI CH WERE | N- MEMORY HI TS
OF I N-MEMORY HI TS TO AN UPDATED BUFFER ......
of PHYSI CAL READS FORCI NG A PHYSI CAL UPDATE ..

PA2-EXI T

WM PF7-UP  PF8- DOWN PF9- END

[eloloNoNe]

PF10- LEFT PF11-RI GHT PF12- HOMVE

0.0
0.00
0.00
0.00
- MORE-

001 001

If the STATS file is not activated, the fields will contain zeroes. Press

PA2 to return to the Physical File Services menu.

PHYSI CAL FI LE SERVI CES
SELECT OPTI ON:
1. PHYSICAL FILE | NFORVATI ON
2. FILE STATI STICS

ENTER OPTI ON NUMBER :

ENTER FI LE NAME TO REQUEST A KNOWN FILE CR

LEAVE BLANK TO CHOOSE FROM A LI ST OF VALI D FI LES:

PA2-EXI T

E$SK :
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Press PAZ2 to return to the Interactive Services Main Menu.

I NTERACTI VE SERVI CES MAI N MENU

1. PHYSI CAL FI LE SERVI CES
2. PDM SERVI CES
3. USER EXTENSI ON SERVI CES

ENTER OPTI ON NUMBER : 2

PA2-EXI T
Enter 2 and press ENTER to view information about the Physical Data
Manager. Enter 1 in the option field.
PDM SERVI CES
1. PDM SYSTEM | NFORMATI ON
2. PDM SYSTEM STATI STI CS
3. ENVI RONMVENT | NFORMATI ON
4.  TASK MANAGEMENT
ENTER OPTI ON NUMBER : 1 :
PA2-EXI T

Press ENTER to view information about the PDM that is currently running.
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PDM | NFORVATI ON

PDM NAME . DEMOTI S

PDM TYPE ... . . . MULTI - TASK
ATTACHED MODE ....... ... . i NO
CENTRAL MODE .............. ... ... ... ... ..... YES
PDM AND APPLI CATI ON | N SAME ADDRESS SPACE .. NO

PA2- EXI T

The PDM name is the job name in which the PDM is executing. (It will be
different for your installation.) Press PA2 to return to the PDM Services
menu. Enter 2 in the option field.

PDM SERVI CES

PDM SYSTEM | NFORVATI ON
PDM SYSTEM STATI STI CS
ENVI RONVENT | NFORVATI ON
TASK MANAGEMENT

PONE

ENTER OPTI ON NUMBER : 2 :

PA2-EXI T

Press ENTER to display run-time statistics for the Physical Data Manager.
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S1.01

S2. 01
S2.02
S3. 01
S3.02
S3. 03
S3. 04
$4.01
S4.02
S$4.03
S4. 04

PDM STATI STI CS FOR dbmmane

DATE AND TI ME STATI STI CS WERE LAST RESET

CURRENT TASKS ........ .. . . .
TOTAL  TASKS ... e
MAXI MUM CONCURRENT TASKS ..................
CURRENT RECORD HOLDI NG ENTRIES IN USE .. ...
MAXI MUM RECORD HOLDI NG ENTRIES USED .......
CURRENT MONI TOR ENTRIES IN USE .............
MAXI MUM MONI TOR ENTRIES USED ..............
TOTAL READ COMMANDS . ...........ovvvnnnnn
TOTAL UPDATE COMMANDS . ....................
TOTAL ADD AND DELETE COMMANDS .............
TOTAL OTHER COWANDS ......................

PA2-EXI T

WM PF7-UP  PF8-DOWN PF9- END

PF10- LEFT PF11-RI GHT PF12- HOMVE

09: 20: 37

99. 85
0.00
0.00
0.15

- MORE-
001 001

The logical and physical /O information is refreshed each time that you
press ENTER. The values in these fields may differ for your installation.

Press PAZ2 to return to the PDM Services menu, and enter 3 in the option

field.
PDM SERVI CES
1. PDM SYSTEM | NFORVATI ON
2. PDM SYSTEM STATI STI CS
3. ENVI RONMVENT | NFORMATI ON
4. TASK MANAGEMENT

ENTER OPTI ON NUMBER : 3 :

PA2-EXI T
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Press ENTER to display information about the current SUPRA Server

PDM environment.

ACTI VE ENVI RONVENT | NFORVATI ON

REALM ENVI RONMVENT DESCRI PTION NAME ................
REALM SCHEMA NAME ... ...

LOADED DI RECTORY ENVI RONMENT DESCRI PTI ON NAME .. ...
LOADED DI RECTORY SCHEMA NAME ......................

STATISTICS ..
TASK LOGA NG ..
SYSTEM LOGA NG ... .

IMAGE LOGA NG .. e
BEFORE I MAGE LOGANG ....... ...
AFTER IMAGE LOGGA NG ... ... e
ALL SINON LOGA NG ...
UPDATE SINON LOGA NG ....... ...

PRESS PA2 TO EXIT.

BURRYENV
BURRYSCH

CSTATLOG
CSTASCHM

z2z zZzzzZ2z Z2<<

WWM PF7-UP PF8-DOM PF9-END  PF10-LEFT PF11-R GHT PF12-HOVE 001 001

This information comes from the environment description in the SUPRA

directory.

Press PAZ2 to return to the PDM Services menu, then enter 4 in the option

field.

PDM SERVI CES

PDM SYSTEM | NFORVATI ON
PDM SYSTEM STATI STI CS
ENVI RONMENT | NFORVATI ON
TASK MANAGEMENT

PoNE

ENTER OPTI ON NUMBER : 4

PRESS PA2 TO EXIT.
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Press ENTER to view active interfaces and tasks, and to purge unwanted
ones.

TASK MANAGEMENT - CRI TERI A SELECTI ON MENU

SPECI FY CRI TERI A OR USE DEFAULTS.

ACTI ON : DI SPLAY : ( DI SPLAY/ PURGE)

PURGE OPTI ON o LISt : (LI'ST/ NO LI ST)

| NTERFACE NAME . ALL : ((ALL/ NAME)

I NTERFACE TYPE o ALL : (ALL/ BATCH CI CS/

I NTERFACE STATUS . ALL : (ALL/ CONNECTEDY NOTCONNECTED)
TASK NAVE . ALL : (ALL/ NAME)

TASK STATUS o ALL : (ALL/ ACTI VE/ NONACTI VE)

TI ME SI NCE

LAST COM T : : (TIME I N M NUTES)

PA2- EXIT ENTER- PROCESS

Press ENTER to display the status of all interfaces defined to this PDM.

Two interfaces are connected to this PDM. (Your interface names will
differ from these.) Place an S in front of an interface name.

| NTERFACE SELECTI ON LI ST
TYPE "S" NEXT TO AN | NTERFACE NAME TO LI ST TASKS BY CRI TERI A

| NTERFACE NAME I NTERFACE TYPE | NTERFACE STATUS
Cl NCOM 1 BATCH CONNECTED
S clcs clcs CONNECTED

PA2-EXIT PF8- FORWARD ENTER- PROCESS
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Press ENTER to display the active tasks for the interface.

TASK LI ST FOR | NTERFACE ER31SUPR

TYPE "P" NEXT TO A TASK NAME TO PURGE THE TASK.
TYPE "ALL" TO PURGE ALL TASKS ON THI S SCREEN :

TASK TASK SI GN TI ME SI NCE COWPLETI ON
NAME ON STATUS LAST COM T MESSACE
TI111 ACTI VE 00: 01: 24

PA2-EXIT PF8- FORWARD ENTER- PROCESS

Your task name is displayed.

Press PAZ2 to return to the Interface Selection List menu.

| NTERFACE SELECTI ON LI ST

TYPE "S" NEXT TO AN | NTERFACE NAME TO LI ST TASKS BY CRI TERI A

I NTERFACE NAME I NTERFACE TYPE | NTERFACE STATUS
Cl NCOM 1 BATCH CONNECTED
* ER31SUPR CCcs CONNECTED

PA2-EXIT PF8- FORWARD ENTER- PROCESS

Press PAZ2 to return to the Task Management menu.
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TASK MANAGEMENT - CRI TERI A SELECTI ON MENU

SPECI FY CRI TERI A OR USE DEFAULTS.

ACTI ON : DI SPLAY : ( DI SPLAY/ PURGE)

PURGE OPTI ON . LISt : (LI'ST/ NO LI ST)

| NTERFACE NAME . ALL : (ALL/ NAME)

I NTERFACE TYPE o ALL : (ALL/ BATCH CI CS/

I NTERFACE STATUS . ALL : (ALL/ CONNECTEDY NOTCONNECTED)
TASK NAVE . ALL : (ALL/ NAME)

TASK STATUS o ALL : (ALL/ ACTI VE/ NONACTI VE)

TI ME SI NCE

LAST COM T : : (TIME I N M NUTES)

PA2- EXIT ENTER- PROCESS

Press PAZ2 to return to the PDM Services menu.

PDM SERVI CES

PDM SYSTEM | NFORVATI ON
PDM SYSTEM STATI STI CS
ENVI RONVENT | NFORVATI ON
TASK MANAGEMENT

PONE

ENTER OPTI ON NUMBER :

PRESS PA2 TO EXIT.

This completes your verification of the SUPRA Interactive Services.
Press PA2 to return to the Interactive Services Main menu.
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I NTERACTI VE SERVI CES MAI N MENU

1. PHYSI CAL FILE SERVI CES
2. PDM SERVI CES
3. USER EXTENSI ON SERVI CES

ENTER OPTI ON NUMBER :

PA2-EXI T

Press PAZ2 to exit.
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Verifying RDM

To verify RDM, enter the transaction code DAID. Enter
SIGN-ONBDEMOBDEMO at the prompt and press ENTER. Press PF2 to
sign on to the DEMO user.

The LIST command will display a view and place you in edit mode. After
the prompt, enter LISTBBRANCH-STOCK.

WELCOME TO DBAID - LEVEL 2163

> LI ST BRANCH- STOCK

Press ENTER to display the view BRANCH-STOCK. You must open a
view before you can test it against the database. Enter OPENbto test

this view.
BRANCH- STOCK

0100 KEY BRANCH- NO

0200 BRANCH- NAMVE

0300 KEY STOCK- PRODUCT

0400 STOCK- QNTY

0500 STOCK- BI N-LOC

0600 STOCK- YTD- SALES

0700 PRODUCT- DESC

0800 REQ PRODUCT- GROUP

0900 PRODUCT- PRI CE

1000 PRODUCT- WH QNTY

1100 STRUCTURE- COVP

1200 STRUCTURE- QNTY

1300 ACCESS BRAN WHERE BRANCH- NO = BRANCH NO

1400 ACCESS STCK WHERE STOCK- BRANCH = BRANCH- NO

1500 ACCESS PROD ONCE WHERE PRODUCT- CODE = STOCK- PRODUCT

1600 ACCESS STRU WHERE STRUCTURE- ASSM = PRODUCT- CODE

> OPEN *

The asterisk () can be used in place of the view name BRANCH-STOCK
until you want to work with a different view. Press ENTER to display the
amount of workspace that is required to execute this view. Enter the
command GOb
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BRANCH- STOCK

0100 KEY BRANCH- NO

0200 BRANCH- NAME

0300 KEY STOCK- PRODUCT

0400 STOCK- QNTY

0500 STOCK- BI N-LOC

0600 STOCK- YTD- SALES

0700 PRODUCT- DESC

0800 REQ PRODUCT- GROUP

0900 PRODUCT- PRI CE

1000 PRODUCT- WH- ONTY

1100 STRUCTURE- COVP

1200 STRUCTURE- ONTY

1300 ACCESS BRAN VWHERE BRANCH- NO = BRANCH- NO

1400 ACCESS STCK WHERE STOCK- BRANCH = BRANCH- NO

1500 ACCESS PROD ONCE WHERE PRODUCT- CODE = STOCK- PRODUCT

1600 ACCESS STRU WHERE STRUCTURE- ASSM = PRCDUCT- CCDE
> COPEN *

FSI: * VSI: = MG 16360 BYTES USED I N OPENI NG VI EW
> @0 *

Press ENTER to execute the command, which issues multiple RDML calls
to BRANCH-STOCK. RDM retrieves two records from BRANCH-
STOCK.

DBAID only displays the recurring data once. To retrieve a single record
as an application program would, enter GETHBRANCH-STOCKBUSING
1241.
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| |
| 1241 | OAKLEY |

| STOCK- PRODUCT| STOCK- QNTY| STOCK- Bl N- LOC| STOCK- YTD- SALES)|

| PRODUCT- DESC | PRODUCT- GROUP| PRCDUCT- PRI CE| PRODUCT- WH QNTY]
| TK-4200-P | a1 | 05056 | 82.00 |
| TAPE ACCESSORY KI T | AV | 16.00 | 821 |

| STRUCTURE- COVP| STRUCTURE- QNTY]
| |
|  TD-4202-1 | 1 |

| TG 4201-1 | 1
MRRNORER T

> CGET BRANCH STOCK USI NG 1241

Press ENTER to display the record. To retrieve the next record, you can
enter the same request or just enter an equal sign (=) to repeat the last

request.
BRANCH- NO (=) 1241
BRANCH- NAVE (=) OAKLEY
STOCK- PRODUCT (+) VR-0500- K
STOCK- QNTY (+) 47
STOCK- Bl N- LOC (+) 05063
STOCK- YTD- SALES (+) 94.00
PRODUCT- DESC (+) 500K VAR RESI STOR
PRODUCT- GROUP (+) PT
PRODUCT- PRI CE (+) 2.26
PRODUCT- W+ QNTY (+) 9400
STRUCTURE- COVP (-)
STRUCTURE- QNTY (-) 0
FSI: * VSI: - MSG SUCCESSFUL COVPLETI ON

> =
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Press ENTER to display the next record.
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BRANCH- NO
BRANCH- NAMVE
STOCK- PRODUCT
STOCK- QNTY
STOCK- BI N- LOC
STOCK- YTD- SALES
PRODUCT- DESC
PRODUCT- GROUP
PRODUCT- PRI CE
PRODUCT- WH- ONTY
STRUCTURE- COWP
STRUCTURE- QNTY
FSI. * VvSl:. +
> =

(=) 1241

(=) OAKLEY
(+) SC-1000-K
(+) 36

(+) 05055

(+) 72.00

(+) SECURITY ALARM KI T
(+) SE

(+) 119.00

(+) 723

(+) WI-0050-1
(1) 1

MSG SUCCESSFUL COWVPLETI ON

The fields in parentheses are attribute status indicators (ASI). The ASI
indicates that the last request retrieved a new occurrence of product
information (+), while the branch information came from the same record

(=). A minus sign (-) in the ASI field indicates a null value.

Now, enter an equal sign (=) after the prompt and press ENTER to display
a new occurrence of the structure data for the same stock item.

DBAID allows the DBA to modify and test changes to a view. To list the

view again and enter edit mode, enter the command LISTI[

BRANCH- NO
BRANCH- NAME
STOCK- PRODUCT
STOCK- ONTY
STOCK- Bl N- LOC
STOCK- YTD- SALES
PRODUCT- DESC
PRODUCT- GROUP
PRODUCT- PRI CE
PRODUCT- WH ONTY
STRUCTURE- COVP
STRUCTURE- ONTY
FSI: * VSI: +
> LIST *

1241
OAKLEY
SC-1000- K
36

05055
72.00
SECURI TY ALARM KI T
SE

119. 00
723

SW 1406- |
1

NN NN NN NN NN

+ A+ I I T

NSNS AN AN AN S S

MG SUCCESSFUL COWVPLETI ON

Press ENTER to edit the record.
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You can modify any attribute statement by retyping the statement at the
prompt. To select a subset from BRANCH-STOCK of only those
products in group AV, enter line 0800 as shown in the following example.

BRANCH- STOCK
0100 KEY BRANCH- NO
0200 BRANCH- NAME
0300 KEY STOCK- PRODUCT
0400 STOCK- QNTY
0500 STOCK- BI N-LOC
0600 STOCK- YTD- SALES
0700 PRODUCT- DESC
0800 REQ PRODUCT- GROUP

0900 PRODUCT- PRI CE

1000 PRODUCT- WH- ONTY

1100 STRUCTURE- COVP

1200 STRUCTURE- ONTY

1300 ACCESS BRAN VWHERE BRANCH- NO = BRANCH- NO
1400 ACCESS STCK WHERE STOCK- BRANCH = BRANCH- NO
1500 ACCESS PROD ONCE WHERE PRODUCT- CODE = STOCK- PRODUCT
1600 ACCESS STRU WHERE STRUCTURE- ASSM = PRCODUCT- CCDE

> 0800 CONST PRODUCT- GROUP=" AV'

Press ENTER to update line 0800 and display a blank command prompt.
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The ALLOW UPDATE statement modifies the access to the stock file
(E$SK) to allow updates to fields within that file. To allow updates, enter
the ALLOW UPDATE command as shown in the following example.
(Use line 1410 as the line number so that you do not have to retype all of

line 1400.)
0100 KEY BRANCH NO
0200 BRANCH- NAME
0300 KEY STOCK- PRODUCT
0400 STOCK- QNTY
0500 STOCK- BI N- LOC
0600 STOCK- YTD- SALES
0700 PRODUCT- DESC
0800 REQ PRODUCT- GROUP
0900 PRODUCT- PRI CE
1000 PRCDUCT- WH QNTY
1100 STRUCTURE- COMP
1200 STRUCTURE- QNTY
1300 ACCESS BRAN WHERE BRANCH- NO = BRANCH NO
1400 ACCESS STCK WHERE STOCK- BRANCH = BRANCH- NO
1500 ACCESS PROD ONCE WHERE PRODUCT- CODE = STOCK- PRODUCT
1600 ACCESS STRU WHERE STRUCTURE- ASSM = PRODUCT- CODE

> 0800 CONST PRODUCT- GROUP=' AV'
> 1410 ALLOW UPDATE

Press ENTER to add line 1410 and display a blank command prompt.

You must release the existing copy of the BRANCH-STOCK view in your
workspace before you can use the modified version. To free the
workspace, enter the command RELEASE®BO
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BRANCH- STOCK
0100 KEY BRANCH- NO
0200 BRANCH- NAME
0300 KEY STOCK- PRODUCT
0400 STOCK- ONTY
0500 STOCK- BI N-LOC
0600 STOCK- YTD- SALES
0700 PRODUCT- DESC
0800 REQ PRODUCT- GROUP
0900 PRODUCT- PRI CE
1000 PRODUCT- WH- ONTY
1100 STRUCTURE- COWP
1200 STRUCTURE- ONTY
1300 ACCESS BRAN VWHERE BRANCH- NO
1400 ACCESS STCK WHERE STOCK- BRANCH
1500 ACCESS PROD ONCE WHERE PRODUCT- CODE
1600 ACCESS STRU WHERE STRUCTURE- ASSM

BRANCH- NO
BRANCH- NO
STOCK- PRODUCT
PRODUCT- CODE

> 0800 CONST PRODUCT- GROUP=" AV'
> 1410 ALLOW UPDATE
> RELEASE *

The LIST command will list the view with the modified lines. Enter the
LIST command.

BRANCH- STOCK
0100 KEY BRANCH- NO
0200 BRANCH- NAME
0300 KEY STOCK- PRODUCT
0400 STOCK- ONTY
0500 STOCK- BI N-LOC
0600 STOCK- YTD- SALES
0700 PRODUCT- DESC
0800 REQ PRODUCT- GROUP
0900 PRODUCT- PRI CE
1000 PRODUCT- WH- ONTY
1100 STRUCTURE- COVP
1200 STRUCTURE- ONTY
1300 ACCESS BRAN VWHERE BRANCH- NO
1400 ACCESS STCK WHERE STOCK- BRANCH
1500 ACCESS PROD ONCE WHERE PRODUCT- CODE
1600 ACCESS STRU WHERE STRUCTURE- ASSM

BRANCH- NO
BRANCH- NO
STOCK- PRODUCT
PRODUCT- CODE

> 0800 CONST PRODUCT- GROUP=" AV'

> 1410 ALLOW UPDATE

> RELEASE *

FSI: * VSI: = MSG SUCCESSFUL COWPLETI ON
> LI ST BRANCH STOCK

Press ENTER to display the list.

You must open this version of the view to test the results. To open the
view, enter the command OPENB
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BRANCH- STOCK
0100 KEY BRANCH- NO
0200 BRANCH- NAME
0300 KEY STOCK- PRODUCT
0400 STOCK- ONTY
0500 STOCK- BI N-LOC
0600 STOCK- YTD- SALES
0700 PRODUCT- DESC
0800 CONST PRODUCT- GROUP=" AV'
0900 PRODUCT- PRI CE
1000 PRODUCT- WH- ONTY
1100 STRUCTURE- COWP
1200 STRUCTURE- ONTY
1300 ACCESS BRAN VWHERE BRANCH- NO = BRANCH- NO
1400 ACCESS STCK WHERE STOCK- BRANCH = BRANCH- NO
1410 ALLOW UPDATE
1500 ACCESS PROD ONCE WHERE PRCDUCT- CCDE = STOCK- PRODUCT
1600 ACCESS STRU WHERE STRUCTURE- ASSM = PRODUCT- CODE
> OPEN *

Press ENTER to execute the OPEN command. Next, issue the GET
command to retrieve the first record for branch 1241.

BRANCH- STOCK
0100 KEY BRANCH- NO
0200 BRANCH- NAVE
0300 KEY STOCK- PRODUCT
0400 STOCK- ONTY
0500 STOCK- BI N- LOC
0600 STOCK- YTD- SALES
0700 PRODUCT- DESC
0800 CONST PRODUCT- GROUP=" AV'
0900 PRODUCT- PRI CE
1000 PRODUCT- WH- ONTY
1100 STRUCTURE- COWP
1200 STRUCTURE- ONTY
1300 ACCESS BRAN VWHERE BRANCH- NO = BRANCH NO
1400 ACCESS STCK WHERE STOCK- BRANCH = BRANCH- NO
1410 ALLOW UPDATE
1500 ACCESS PRCD ONCE WHERE PRODUCT- CODE = STOCK- PRODUCT
1600 ACCESS STRU WHERE STRUCTURE- ASSM = PRODUCT- CODE
> OPEN *
FSI. * VvSl: = MG 16376 BYTES USED I N OPENI NG VI EW

> CGET BRANCH STOCK USI NG 1241

Press ENTER to execute the GET command and display the first record.
Notice that the product group no longer displays. Constant fields are
used for qualification, but are never displayed.
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Enter the command UPDATEBO

BRANCH- NO
BRANCH- NAME
STOCK- PRODUCT
STOCK- ONTY
STOCK- BI N-LOC
STOCK- YTD- SALES
PRODUCT- DESC
PRODUCT- PRI CE
PRODUCT- WH ONTY
STRUCTURE- COVP
STRUCTURE- ONTY
FSI: * VSI: +

(+)
(+)
(+
(+)
(+
(+)
(+)
(+)
(+

(4
+

1241

QAKLEY

TK-4200- P

41

05056

82. 00

TAPE ACCESSCRY KI'T
16. 00

821

TD-4202- |

) 1
MG SUCCESSFUL COVPLETI ON

> UPDATE *
Press ENTER to update the record.
RDM will only allow updates to the data which occurs in updateable
fields. DBAID will prompt you for each updateable field. To change the
stock quantity for TK-4200-P, enter 35 after the prompt.
BRANCH- NO (+) 1241
BRANCH- NAME (+) OAKLEY
STOCK- PRODUCT (+) TK-4200-P
STOCK- QNTY (+) 41
> 35
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BRANCH- NO
BRANCH- NAME
STOCK- PRODUCT
STOCK- QNTY
> 35
STOCK- Bl N- LOC
>

(+) 1241

(+) OAKLEY
(+) TK-4200-P
(+) 41

(+) 05056

Continue to press ENTER until all of the fields have been displayed.

BRANCH- NO
BRANCH- NAME
STOCK- PRODUCT
STOCK- ONTY
> 35
STOCK- Bl N- LOC
>
STOCK- YTD- SALES
>

(+) 1241

(+) OAKLEY
(+) TK-4200-P
(+) 41

(+) 05056

(+) 82.00
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Once all the fields have been displayed, DBAID will prompt MORE
LINES, as shown in the following example.

BRANCH- NO
BRANCH- NAME
STOCK- PRODUCT
STOCK- ONTY
> 35
STOCK- Bl N- LOC
>
STOCK- YTD- SALES
>
PRODUCT- DESC
PRODUCT- PRI CE
PRODUCT- WH- ONTY
STRUCTURE- COVP
STRUCTURE- ONTY

(+
(+)
(+
(+)

(+)
(+)

(+)
(+
(+)
(+)
(+)

1241
QAKLEY
TK-4200- P
41

05056
82. 00

TAPE ACCESSORY KI' T
16. 00

821

TD-4202- |

1

*MORE LI NES*
Press ENTER to display the record, along with all the modifications you
made. If you are satisfied with your changes, enter Y after the prompt.

BRANCH- NO (+) 1241

BRANCH- NAMVE (+) OAKLEY

STOCK- PRODUCT (+) TK-4200-P

STOCK- QNTY (+) 35

STOCK- Bl N- LOC (+) 05056

STOCK- YTD- SALES (+) 82.00

PRODUCT- DESC (+) TAPE ACCESSCRY KI T

PRODUCT- PRI CE (+) 16.00

PRODUCT- WH QNTY (+) 821

STRUCTURE- COVP (+) TD 4202-1

STRUCTURE- QNTY
UPDATE ( Y/ N) ?
> Y

(+)

1
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Press ENTER to update the record. DBAID will tell you that the update
was successful. To verify that the change was made on the database,
enter the GET command.

BRANCH- NO
BRANCH- NAVE
STOCK- PRODUCT
STOCK- QNTY
STOCK- BI N- LOC
STOCK- YTD- SALES
PRODUCT- DESC
PRODUCT- PRI CE
PRODUCT- W+ QNTY
STRUCTURE- COVP
STRUCTURE- QNTY
UPDATE ( Y/ N) ?

> Y

FSI: * VSI: +

1241

(+) OAKLEY
(+) TK-4200-P
(+) 35

(+) 05056

(+) 82.00

(+) TAPE ACCESSORY KIT
(+) 16.00

(+) 821

(+) TD 4202-1
(+) 1

(+

M5G SUCCESSFUL COWVPLETI ON

> GET SAME BRANCH- STOCK

Press ENTER to get the same record again. The database reflects the
new stock quantity of 35.

This completes the verification of DBAID and view maintenance. Enter
BYE at the command prompt.

BRANCH- NO
BRANCH- NAME
STOCK- PRODUCT
STOCK- ONTY
STOCK- Bl N- LOC
STOCK- YTD- SALES
PRODUCT- DESC
PRODUCT- PRI CE
PRODUCT- WH- ONTY
STRUCTURE- COVP
STRUCTURE- ONTY
FSI: * VSI: +
> BYE

1241

(+) OAKLEY
(+) TK-4200-P
(+) 35

(+) 05056

(+) 82.00

(+) TAPE ACCESSCRY KI T
(+) 16.00

(+) 821

(+) TD 4202-1
+) 1

(+)

(+)
MSG SUCCESSFUL COVPLETI ON

Press ENTER to execute the BYE command and exit DBAID.
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Verifying SPECTRA

To verify SPECTRA, enter the transaction code SPEC; then press PF2 to
sign on as the DEMO user. Enter DEMO for the alternate user ID and
DEMO for the alternate password. Press ENTER to sign on and display
the following screen.

Wel cone to SPECTRA 2.4 Service Level 2408
==> 1

SPECTRA SYSTEM ADM NI STRATOR S GUIDE. (c) G ncom Systens, Inc. 1994
Information concerning the adm nistration of SPECTRA is available for user's
with a DBA password. To return to this nenu enter END at the command Ii ne,
use the corresponding PF key or enter HELP DBA. ENTER 1 to access the nain
menu for non-DBA users. This Personal File Systemis Service Level 2407.

SELECT ONE OF THE TOPICS BELOW TYPE THE NUMBER AND PRESS ENTER.

1 USER MENU 10 PRI NTER SUPPORT

2 DBA COMMANDS 11 SYSTEM FI LES

3 USER PROFILES 12 PUBLI C SUB- DI RECTCRI ES

4 C$GOPTNS MACRO (IBMOnly) 13 EXITS (1 BM Onl y)
5 PFS CONFI GURATION FILE (VAX Only) 14 MODI FYI NG DOCUMENTATI ON

6 SORT FACILITY 15 DBA | NDEX

7 RECOVERY 16 SYSTEM MESSAGES AND CODES | NDEX
8 USI NG EXTERNAL FI LES 17 DBA SERVI CE LEVEL UPDATES

9 USI NG BATCH SPECTRA

NOTE: VAX and VMS are registered tradenarks of Digital Equipnent Corporation
1=HELP 2=TOP 3=END 4=EX 5=SPLI T 6=I NPUT 7=P 8=NEXT 9=MARK 10=CET 11=MOVE 12=PUT

Enter 1 for the main menu for non-DBA users; then press ENTER to
display the menu.

A central file contains the data defined in a logical view. To see what

central files are available to the DEMO user, enter 1 on the command
line.
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Ready
==> 1

SELECT ONE OF THE TOPI CS BELOW TYPE THE NUMBER AND PRESS ENTER
New users should first read the User's Quide.

For assistance, type Help at the command |ine (==>) and press ENTER

1 CENTRAL FILES Lists the central files available to you.
2 PERSONAL FILES Li sts your personal files.

3 PROCESSES Li sts processes available to you.

4 USER S QU DE Provi des a conpl ete guide to SPECTRA.

(c) G ncom Systens, |Inc. 1992
Al R ghts Reserved

1=HELP 2=TCOP 3=END 4=EX 5=SPLI T 6=I NPUT 7=P 8=NEXT 9=MARK 10=GET 11=MOVE 12=PUT

Press ENTER to display the files.

BRANCH-STOCK is the only central file available to the DEMO user. To
display the data fields in the central file BRANCH-STOCK, enter FIb1 on
the command line.
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Ready
=> Fi 1
ITEM ... CENTRAL FILE NAME ........
1 RDM>BRANCH- STOCK

1=HELP 2=TOP 3=END 4=EX 5=SPLI T 6=I NPUT 7=P 8=NEXT 9=MARK 10=GET 11=MOVE 12=PUT

Press ENTER to display the next screen. Notice that the format, length,
and decimal fields are protected.

You can change the item name, change the display, or add selection

criteria. To retrieve the first screen of data from BRANCH-STOCK, enter
EDIT on the command line.

84 P26-0132-01




Verifying SPECTRA

Fi el ds for RDVM>BRANCH STOCK

==> EDI T

........... I TEMNAME. .........|SEE|...........SELECTION..........|FMI LEN DEC|
BRANCH- NO x oy T 40
BRANCH- NAVE Y T 20 0
STOCK- PRODUCT x oy T 90
STOCK- QNTY Y Z 50
STOCK- Bl N- LOC Y T 50
STOCK- YTD- SALES Y zZ 9 2
PRODUCT- DESC Y T 30 0
PRODUCT- GROUP Y T 20
PRODUCT- PRI CE Y zZ 9 2
PRODUCT- W+ QNTY Y Z 50
STRUCTURE- COVP Y T 90
STRUCTURE- QNTY Y Z 50

1=HELP 2=TOP 3=END 4=EX 5=SPLI T 6=I NPUT 7=P 8=NEXT 9=MARK 10=GET 11=MOVE 12=PUT

Press ENTER to display the next screen.

Do you want to specify a key? Y or N
==>

Enter N; then press ENTER.
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Each item name and the data from the file are displayed. Only one
occurrence will fit on the screen.

Fi | e RDM>BRANCH STOCK
==>
BRANCH NO ( 1241 )
BRANCH NAME ( OAKLEY )
STOCK- PRODUCT ( TK-4200-P )
STOCK- QNTY ( 41
STOCK- BI N-LOC ( 05056 )
STOCK- YTD- SALES ( $82.00 )
PRODUCT- DESC ( TAPE ACCESSORY KI T )
PRODUCT- GROUP ( AV )
PRODUCT- PRI CE (
PRODUCT- VW ONTY  (
STRUCTURE- COWP (
STRUCTURE- QNTY (

$16.00 )
821 )
TD- 4202-1 )
1)

1=HELP 2=TOP 3=END 4=EX 5=SPLI T 6=I NPUT 7=P 8=NEXT 9=MARK 10=GET 11=MOVE 12=PUT

Press PF8 to display the next record in BRANCH-STOCK. (This record
has a different structure component than the previous record.)

Fi | e RDM>BRANCH- STOCK
==>
BRANCH NO ( 1241 )
( OAKLEY )
( TK-4200-P )
STOCK- ONTY ( 41
STOCK- BI N-LOC ( 05056 )
STOCK- YTD- SALES ( $82.00 )
PRODUCT- DESC ( TAPE ACCESSCORY KI T )
( AV)
( $16.00 )
( 821
( TG 4201-1 )
( 1)

PRODUCT- WH- ONTY
STRUCTURE- COVP
STRUCTURE- ONTY

1=HELP 2=TOP 3=END 4=EX 5=SPLI T 6=I NPUT 7=P 8=NEXT 9=MARK 10=GET 11=MOVE 12=PUT

Press PF3 to return to the display of fields.
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Now, create a personal file that is a subset of the BRANCH-STOCK
central file. To create a file with data from only the Oakley Branch
(1241), enter =1241 in the selection field for the branch number and enter
SAVEBOAKLEY-BRANCH-STOCK on the command line.

Fiel ds for RDMPBRANCH STOCK
==> SAVE OAKLEY- BRANCH STOCK
........... I TEMNAME. .........|SEE|...........SELECTION..........|FMI LEN DEC|
* 4
20
9
STOCK- QNTY 5
STOCK- Bl N- LOC
STOCK- YTD- SALES
PRODUCT- DESC
PRODUCT- GROUP
PRODUCT- PRI CE
PRODUCT- W+ QNTY
STRUCTURE- COVP
STRUCTURE- QNTY

NANNA—AN—ANA——
w
OQOONOONOOOOO

GOUIOoNOOO

1=HELP 2=TOP 3=END 4=EX 5=SPLI T 6=I NPUT 7=P 8=NEXT 9=MARK 10=GET 11=MOVE 12=PUT

Press ENTER to create the personal file. Notice that you can change the
format, length, and decimal fields for a personal file.

Change the Y to an N in the SEE column, and change the lengths in the
LEN column, as shown in the following example. (The changes in the
SEE column are in lowercase, and the changes in the LEN column are
left justified.) This will change the screen display so that multiple records
can fit on one screen. Enter EDIT on the command line and press
ENTER.
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1 record changed
==> EDIT

STOCK- ONTY
STOCK- BI N-LOC
STOCK- YTD- SALES
PRODUCT- DESC
PRODUCT- GROUP
PRODUCT- PRI CE
PRODUCT- WH- ONTY
STRUCTURE- COVP
STRUCTURE- ONTY

104 records copi ed

5 <KX53<X53<X33<X<X55

NANNA—AN—ANA——
ul

| EMT| LEN| DEC]

N
[¢)]
OQOONOONOOOOO

1=HELP 2=TOP 3=END 4=EX 5=SPLI T 6=I NPUT 7=P 8=NEXT 9=MARK 10=GET 11=MOVE 12=PUT

Only the items with a Y indicated in the SEE column are displayed, as
shown in the following example.

10 records changed

==>

STOCK- PRODUCT| STOCK- Q\JT Y|

TK-4200- P
TK-4200-P
TL-6001- A
VR- 0500- K
SC-1000- K
SC-1000- K
SC-1000- K
W - 0050- |

TL-9002-B
TL-9002-B
TL-9002-B
TL-1003-A
VD- 1000-J
TL-1002-A
KT-4070- A
KT-4070- A
KT-4070- A
KT-4070- A
KT-4070- A
KT-4070- A

41
39
47
36
36
36

5
49
49
49

6
37

7
15
15
15
15
15
15

104 records rebuilt

...... PRODUCT- DESC. . . . . . . | PRODUCT- PRI CE| STRUCTURE- COWP

TAPE ACCESSORY KI T
TAPE ACCESSORY KI T
PERVAGLUE- 6 OZ.
500K VAR RESI STOR
SECURI TY ALARM KI T
SECURI TY ALARM KI T
SECURI TY ALARM KI T
50 FT. ALARM W RE
SCREVDRI VER SET
SCREVDRI VER SET
SCREVDRI VER SET
NEEDLE TI P

VI DEO TAPE RECORDER

CHI SEL TIP
DI G TAL CLOCK KI'T
DI G TAL CLOCK KI'T
G TAL CLOCK K
G TAL CLOCK K
G TAL CLOCK K
a K

DI
DI
DI
DI G TAL CLOCK

I'T
I'T
I'T
I'T

16. 00 TD- 4202- 1
16. 00 TC-4201- 1
2.95
2.26
119. 00 WI- 0050- 1
119. 00 SW 1406- |
119. 00 SW 1145-P
1.17
5.25 TL-8003- A
5.25 TL-8002- A
5.25 TL-8001- A
.50
599. 00
.50
19. 95 Dl - 0750-G
19. 95 SW1012-1
19. 95 SW1011-1
19. 95 CS-4438-1
19. 95 VR- 0500- K
19. 95 CP-0002-C

1=HELP 2=TCP 3=END 4=EX 5=SPLI T 6=I NPUT 7=P 8=NEXT 9=MARK 10=GET 11=MOVE 12=PUT
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You can modify any existing data on this screen or add and delete entire

records using the editing commands. You can also create a process to

give you more control over the retrieval and display of the data in this file.

First, press PF3 to stop reading the data.

Fi el ds for PFS>QAKLEY- BRANCH STOCK
==>
........... ITEMNAME. . ........|SEE|...........SELECTION..........|FMI| LEN DEC|
4
20
9
STOCK- ONTY 3
STOCK- BI N-LOC
STOCK- YTD- SALES
PRODUCT- DESC
PRODUCT- GROUP
PRODUCT- PRI CE
PRODUCT- WH- ONTY
STRUCTURE- COWP
STRUCTURE- ONTY

Z<XzZ<XZ2<Z2Z2<<22Z

NANNA—AN—ANA——
N

OQOONOONOOOOO

oo al

1=HELP 2=TCOP 3=END 4=EX 5=SPLI T 6=I NPUT 7=P 8=NEXT 9=MARK 10=GET 11=MOVE 12=PUT

Next, you will create a process. Press PF5 to split the screen. This will
let you reference the item names at the top of the screen while creating
the process on the bottom of the screen.

To create a new process named BRANCH-REPORT, enter
SHOWBBRANCH-REPORT on the command line for the bottom of the
screen.
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Fi el ds for PFS>QAKLEY- BRANCH STOCK
==>

........... I TEMNAME. .........|SEE|...........SELECTION..........|FMI LEN DEC|
BRANCH- NO N T 40
BRANCH- NAVE N T 20 0
STOCK- PRODUCT Y T 90
STOCK- QNTY Y Z 30
STOCK- Bl N- LOC N T 50
STOCK- YTD- SALES N Z 5 2
PRODUCT- DESC Y T 25 0
N T 20

PRODUCT- GROUP

Ready
==> SHOW BRANCH- REPORT

SPECTRA SYSTEM ADM NI STRATOR' S GUIDE. (c) G ncom Systems, |nc. 1992

Informati on concerning the adm nistration of SPECTRA is available for user's
with a DBA password. To return to this nenu enter END at the command |i ne,

use the corresponding PF key or enter HELP DBA. ENTER 1 to access the main
menu for non-DBA users. This Personal File Systemis Service Level 2407.

SELECT ONE OF THE TOPI CS BELOW TYPE THE NUMBER AND PRESS ENTER
1=HELP 2=TOP 3=END 4=EX 5=SPLI T 6=I NPUT 7=P 8=NEXT 9=MARK 10=CGET 11=MOVE 12=PUT

This process will print data for each product group within the Oakley
Branch. You are sorting the data by product number and structure
component within the product group.

When all of the products within a group have been displayed, you will

display a count of the products and begin a new screen. Enter the
process; then enter GO on the bottom command line.

90 P26-0132-01




Verifying SPECTRA

Fi el ds for PFS>QAKLEY- BRANCH STOCK
==>

........... I TEMNAME. .........|SEE|...........SELECTION..........|FMI LEN DEC|
BRANCH- NO N T 40
BRANCH- NAVE N T 20 0
STOCK- PRODUCT Y T 90
STOCK- QNTY Y Z 30
STOCK- Bl N- LOC N T 50
STOCK- YTD- SALES N Z 5 2
PRODUCT- DESC Y T 25 0
N T 20

PRODUCT- GROUP
I nput data for BRANCH REPORT
==> go

|
PRI NT STOCK- PRODUCT PRODUCT- DESC STOCK- QNTY PRODUCT- PRI CE STRUCTURE- COMP
FROM QAKLEY- BRANCH STOCK
ORDER BY PRCDUCT- GROUP STOCK- PRODUCT STRUCTURE- COVP
WHEN PRODUCT- GROUP CHANGES
(MESSAGE ' GROUP ' PRODUCT- GROUP ' HAS ' COUNT STOCK- PRODUCT ' PRODUCTS.
PAGE)

1=HELP 2=TOP 3=END 4=EX 5=SPLI T 6=I NPUT 7=P 8=NEXT 9=MARK 10=GET 11=MOVE 12=PUT

Press ENTER to display the products.

APRIL 20TH, 1998 14:50:45 PAGE 1

STOCK- PRODUCT PRODUCT- DESC STOCK- QNTY PRODUCT- PRI CE STRUCTURE- COVP
AC- 0003-1 AUDI O CABLE -3 FT. 16 .98
AC- 0006- | AUDI O CABLE -6 FT. 13 1.98
AC-0006-P  AUDI O CABLE KIT 8 3.85 AC- 0006- 1
AF-1000- | AM FM TUNER 10 112. 00
CS-9111-1 AUDI O CASSETTE DECK 47 125. 00
FM 1000- | FM TUNER 8 98. 50
SP-4200-K  STEREO SPEAKER SET 5 198. 00
ST-2020-K  STEREO TURNTABLE 37 327.00
TG 4201-1 TAPE HEAD CLEANER 6 9. 95
TD-4202- | HEAD DEMAGNETI ZER 6 7.70
TK-4200-P  TAPE ACCESSORY KI T 41 16. 00 TG 4201-1
TK-4200-P  TAPE ACCESSORY KI T 41 16. 00 TD-4202- |

GROUP AV HAS 12 PRODUCTS.
Press enter for next page
==>
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Press ENTER to display the next product group.

CB-1172-R
CP-0001-C
CP-0002-C
CP-0005-C
CP-5179-P
CP-5179-P
CP-5179-P
CS-4438- 1

DI -0750-G
I C-4995-J
KT-4070- A
KT-4070- A
KT-4070- A
KT-4070- A
KT-4070- A
KT-4070- A
KT-4070- A
KT-4070- A
KT-4070- A

PRI NTED Cl RCU T BOAR
.01 CERAM C CAP

.02 CERAM C CAP

. 05 CERAM C CAP
CERAM C CAP ASSORT.
CERAM C CAP ASSORT.
CERAM C CAP ASSORT.
MOLDED CLOCK CASE

DI G TAL CLOCK
CLOCK | . C

DI G TAL CLOCK
DIl G TAL CLOCK
DI G TAL CLOCK
DIl G TAL CLOCK
DI G TAL CLOCK
DIl G TAL CLOCK
DI G TAL CLOCK
DIl G TAL CLOCK
DI G TAL CLOCK

Press enter for next page

==>

DI SPLY

KIT
KIT
KIT
KIT
KIT
KIT
KIT
KIT
KIT

19
6
5
7

33

33

33
9
9
7

15

15

15

15

15

15

15

15

15

APRIL 20TH, 1998 14:51:55 PACE 2
STOCK- QNTY PRODUCT- PRI CE STRUCTURE- COVP

19.
19.
19.
19.
19.
19.
19.
19.

N
CwowhNND,

CP-0001-C
CP-0002-C
CP-0005-C

CB-1172-R
CP-0001-C
CP-0002-C
CS-4438- 1
DI -0750-G
I C-4995-J
SW1011-1
SW1012- 1|
VR- 0500- K

92

Press ENTER to display the next screen. To discontinue the process,
enter END at the prompt.
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APRIL 20TH, 1998 14:53:06 PAGE 3

STOCK- PRODUCT PRODUCT- DESC STOCK- QNTY PRODUCT- PRI CE STRUCTURE- COWP
SW1011-1 SW TCH PUSHBUTTON 23 2.49
SW1012-1 SW TCH SLI DE 26 1.27
SW2022-P  PUSHBUTTON SW PACK 18 9.97 SW1011-1
SW2024-P  SLIDE SW TCH PACK 16 4.99 SW1012-1
VR-0500-K 500K VAR RESI STOR 47 2.26

GROUPPT HAS 24 PRODUCTS.
Press enter for next page
==> END

Press ENTER to return to the process screen.

Fi el ds for PFS>QAKLEY- BRANCH STOCK
==>

........... I TEMNAME. .........|SEE|...........SELECTION..........|FMr LEN DEC|
BRANCH- NO N T 40
BRANCH- NAVE N T 20 0
STOCK- PRODUCT Y T 90
STOCK- QNTY Y Z 30
STOCK- BI N- LOC N T 50
STOCK- YTD- SALES N Z 5 2
PRODUCT- DESC Y T 25 0
PRODUCT- GROUP N T 20

6 records added, Process stopped
==>

|
PRI NT STOCK- PRODUCT PRODUCT- DESC STOCK- QNTY PRODUCT- PRI CE STRUCTURE- COMP
FROM QAKLEY- BRANCH STOCK
ORDER BY PRCDUCT- GROUP STOCK- PRODUCT STRUCTURE- COVP
WHEN PRODUCT- GROUP CHANGES
(MESSAGE ' GROUP ' PRODUCT- GROUP ' HAS ' COUNT STOCK- PRODUCT ' PRODUCTS.
PAGE)

1=HELP 2=TCOP 3=END 4=EX 5=SPLI T 6=I NPUT 7=P 8=NEXT 9=MARK 10=GET 11=MOVE 12=PUT

Press PF5 to unsplit the screen. The cursor location determines which
half of the screen remains displayed.
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Chapter 4 Product verification

This completes the verification of SPECTRA. Enter BYE on the
command line to exit.

Screens exchanged
==> BYE

|
PRI NT STOCK- PRODUCT PRODUCT- DESC STOCK- QNTY PRODUCT- PRI CE STRUCTURE- COMP
FROM QAKLEY- BRANCH STOCK
ORDER BY PRCDUCT- GROUP STOCK- PRODUCT STRUCTURE- COVP
WHEN PRODUCT- GROUP CHANGES
(MESSAGE ' GROUP ' PRODUCT- GROUP ' HAS ' COUNT STOCK- PRODUCT ' PRODUCTS.
PAGE)

1=HELP 2=TOP 3=END 4=EX 5=SPLI T 6=I NPUT 7=P 8=NEXT 9=MARK 10=GET 11=MOVE 12=PUT

Press ENTER to return to CICS.
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A

SUPRA Server PDM space
requirements

This appendix lists the file size requirements for all of the SUPRA Server
PDM files, including:

+ BDAM files
¢ VSAM files

¢ SUPRA work files

BDAM file size requirements

The following table lists the size requirements for all BDAM files. For
BDAM file sizes, refer to the column for your device type.

Device type FBA 3330 3340 3350 3375 3380 3390
Directory files:

C$TDATA 3,245 127 198 87 46 35 30
C$TDEF 15,392 604 942 413 220 166 140
C$TNAME 3,152 124 195 85 45 34 29
C$TSTRU 3,152 124 195 85 45 34 29
C$TTEXT 3,152 124 195 85 45 34 29
C$TTLOG 6,490 255 397 174 93 70 59
Total directory: 34,583 1,358 2,122 929 494 373 316
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Appendix A SUPRA Server PDM space requirements

Device type FBA 3330 3340 3350 3375 3380 3390
Burrys database

files:

E$BR 185 7 11 5 2 2 2
E$CU 185 7 11 5 2 2 2
ES$IL 185 7 11 5 2 2 2
E$IN 185 7 11 5 2 2 2
E$SMB 185 7 11 5 2 2 2
ESMF 185 7 11 5 2 2 2
E$SML 185 7 11 5 2 2 2
E$PD 185 7 11 5 2 2 2
E$PG 185 7 11 5 2 2 2
E$PD 185 7 11 5 2 2 2
E$PL 185 7 11 5 2 2 2
E$RG 185 7 11 5 2 2 2
E$SK 464 28 28 12 7 5 4
E$ST 185 7 11 5 2 2 2
E$SU 185 7 11 5 2 2 2
E$VS 185 7 11 5 2 2 2
E$XA 556 22 34 15 8 6 5
E$XF 556 22 34 15 8 6 5
E$XP 556 22 34 15 8 6 5
Total Burrys 4,907 199 295 132 61 53 49
files:

Device type FBA 3330 3340 3350 3375 3380 3390
SPECTRA LV00

files:

C$GC 500 55 80 42 20 15 13
C$GE 6,027 437 370 165 90 65 55
C3$GSs 5,564 425 342 150 90 60 51
CEF QRW 500 55 80 42 20 15 13
LV0O 9,272 364 568 250 129 100 85
PFS 9,087 328 550 250 135 98 83
Total SPECTRA 30,950 1,664 1,990 899 484 353 300
files:

96

P26-0132-01



VSAM file size requirements

VSAM file size requirements

The following table lists the size requirements for all VSAM files. For
VSAM file sizes, refer to the column for your device type. All figures are
specified in tracks except for FBA devices, which are specified in blocks.

Device type FBA 3330 3340 3350 3375 3380 3390
PDM files:

Directory 34,770 1,376 2,126 934 499 375 315
Task log 9,736 382 595 261 140 105 89
Burrys 5,563 218 340 149 80 60 51
Total PDM files: 50,069 1,976 3,061 1,344 719 540 455
Non-PDM files:

SPECTRA sortd 28,743 1,128 1,758 772 412 310 216

0O Five SPECTRA files are installed with SUPRA Server PDM. To determine the size for each, find
the size shown for your device type and divide it by five.
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Appendix A SUPRA Server PDM space requirements

SUPRA work file size requirements

The following tables lists all of the work file sizes for each device
supported by SUPRA Server PDM. All sizes are shown in tracks, except
for FBA devices, which are shown in blocks.

Device type FBA 3330 3340 3350 3375 3380 3390

CSIPARM 2 1 1 1 1 1 1
CSTSTAT 556 21 34 15 8 6 5
CSUWORK 3,430 134 210 92 49 37 32
RPTR 2 1 1 1 1 1 1
COPY 2 1 1 1 1 1 1
SOCLCB 2,410 94 147 65 34 26 22
SOCSYS 2,410 94 147 65 34 26 22
UTLRCVR 3,430 134 210 92 49 37 32
CSIWK1 16,875 662 1,032 453 242 182 153
CSIWK2 4,821 189 295 129 69 52 44
CSIWK3 4,821 189 295 129 69 52 44
SYSPCH 6,954 273 425 186 100 75 63
SORTOUT 16,875 662 1,032 453 242 182 153
SORTIN1 16,875 662 1,032 453 242 182 153
SORTWK1 4,821 189 295 129 69 52 44
SORTWK?2 4,821 189 295 129 69 52 44
SORTWK3 4,821 189 295 129 69 52 44
SORTWK4 4,821 189 295 129 69 52 44
Total: 98,747 3,873 6,042 2,651 1,417 1,068 902
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B

SUPRA Server PDM tapefile contents

Tape 1 for SUPRA Server PDM contains the following files, in the
sequence listed.

File Description

IBM LIBR BACKUP SUPRA PDM library

IBM LIBR BACKUP SUPRA Multi-task interface library
IBM LIBR BACKUP SPECTRA library (if ordered)

The contents of Tape 2 are listed on the next page.
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Tape 2 for SUPRA Server PDM contains the following files, in the

sequence listed.

File

Description

SUPRA unload utility

IBM IDCAMS REPRO
IBM IDCAMS REPRO
IBM IDCAMS REPRO
IBM IDCAMS REPRO
IBM IDCAMS REPRO
IBM IDCAMS REPRO
IBM IDCAMS REPRO
IBM IDCAMS REPRO
IBM IDCAMS REPRO
IBM IDCAMS REPRO
IBM IDCAMS REPRO
IBM IDCAMS REPRO
IBM IDCAMS REPRO
IBM IDCAMS REPRO
IBM IDCAMS REPRO
IBM IDCAMS REPRO
IBM IDCAMS REPRO
IBM IDCAMS REPRO
IBM IDCAMS REPRO
IBM IDCAMS REPRO
IBM IDCAMS REPRO
IBM IDCAMS REPRO
IBM IDCAMS REPRO
IBM IDCAMS REPRO

File 1 - SUPRA directory files

File 2 Burrys E$PD
File 3 Burrys E$PO
File 4 Burrys E$SU
File 5 Burrys ESMF
File 6 Burrys E$BR
File 7 Burrys E$IN
File 8 Burrys E$PG
File 9 Burrys E$CU
File 10 Burrys E$SRG
File 11 Burrys E$MB
File 12 Burrys E$SK
File 13 Burrys ES$IL
File 14 Burrys ESML
File 15 Burrys E$ST
File 16 Burrys E$VS
File 17 Burrys E$PL
File 18 Burrys E$SXP
File 19 Burrys E$XF
File 20 Burrys E$XA

File 21 ACCESS (SSF 2033)

File 22 SPECTRA PFS (if ordered)

File 23 SPECTRA C$GE (if ordered)
File 24 SPECTRA C$GC (if ordered)
File 25 SPECTRA C$GS (if ordered)
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