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Job Network Maintenance

Before Entire Operations can identify and activate a job network, this job network must be defined to the system. A
short description can be added for easy identification when reviewing networks. A node number is specified to
define the default machine on which all jobs in the network will run. A symbol table can be specified as well in order
to use dynamic JCL creation feature. As the execution node, this name is used just as a default for all jobs contained
in the job network and can be overwritten for each job.

For detailed information, see the sectidetwork Maintenancé theEntire Operations User’'s Guide

Network Maintenance

20.11.01 *** ENTIRE OPERATIONS *** 15:33:47
Owner EXAMPLE Network Maintenance

Selection OR
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I
! Network Modification !
I Network  ===> E05-I0C-04 Owner ===> EXAMPLE !
I Description ===> I/O Conditions with user routine event !
! Loop existing ===> N !
I Default Values for the Jobs !
I Execution Node ===> 148 MVS/ESA  Symbol Table ===> EX-ST-COMN !
I JCL Node ===> 148 MVS/ESA !
I JCL Location ===>NAT Sym.Table Activation Mode ===> _ |
I !
I File ===>EOR-T1 !
I VolSer ===> Password ===> !
I !
| --PF1-----PF3-----PF5---PF6---PF7---PF8---PF9---PF10---PF11---PF12-- | **
I Help End Save Spec Symb SP-UR DfJb Copy MsgRe Menu !
+ +
Command =>
Enter-PF1---PF2---PF3---PF4---PF5---PF6---PF7---PF8---PF9---PF10--PF11--PF12---
Help Add End Save Up Down NxtAc Menu
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