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Network Defaults: Operating System-Specific
Entries

» To view operating system-specific default entries for one or more operating systems
1. Press PF6 (Spec) in the Network Modification screen.

The following window opens:

04.01.02 *** Entire Operations 4.1.1 *** 11:24:09
Owner SN Network Maintenance
Selection OR
-+ + --
! !
! Network Modification !
I Network  ===>A-1 Owner ===> SN !
! Description ===> Time Range Test ... !
! Loop existing ===> N !
! Default Values f + + !
I Execution Node! 1-01 !
! JCL Node I Please select the Operating System !b===>_1
I JCL Location ! le===>X |
! ! _ BS2000 ! !
! File ===>NO! _ MvVvS ! !
I VolSer===>__I _ VSE ! !
! ! _ UNIX, Windows I no !
! --PF1-----PF3---! | --PF12-- | **
! Help End ! or Environment I Menu !
Fommmm e ! I +
Command => ! _ SAP R/3 !
Enter-PF1---PF2---PF3 ! ! -PF11--PF12---
Help Add End + + NxtSt Menu

2. Choose an entry.
For more information about the specific operating system settings, please use one of the following links:

Operating System Specials for BS2000 / OSD
Operating System Specials for MVS (0S/390)
Operating System Specials for VSE
Operating System Specials for Unix, Windows
Environment Specials for SAP R/3
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