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SYSPARM Utility

The utility SYSPARM is used to create and maintain sets of Natural profile parameters.

When invoking Natural with dynamic profile parameters, you can specify individual parameters each time you
invoke Natural. More comfortably, however, you can specify a set of parameters once in SYSPARM, store this set
under a profile name, and then invoke Natural with only one dynamic parameter: PR@elfilE-name The

parameters defined in this profile are then passed to Natural as dynamic parameters.

A profile in this context means a set of profile parameters stored under a profile name.

The profiles are stored in the system file FNAT. The database ID (DBID) and file number (FNR) of the current
FNAT file are shown on the SYSPARM Menu.

For further details on the profile parame®ROFILE as well as descriptions of the individual profile parameters
that can be specified in a profile, refelfmfile Parameters the Natural Parameter Reference documentation.

To restrict the use of a profile to specific users, you use the profile pard/S&&(as described in the Natural
Parameter Reference documentation).

This section covers the following topics:

Invoking SYSPARM
List Profiles

Display Profile

Add New Profile
Modify Profile

Copy Profile

Delete Profile

Invoking SYSPARM

» To invoke the SYSPARM utility

® In the direct command line, enter SYSPARM.
The SYSPARM Menu is displayed.

The SYSPARM Menu provides the following functions:

Function Explanation

List Profiles Displays a list of all profiles. From the list, you can select a profile for display, modificatior] or
deletion.

Display Profile | Displays a specific profile.

Add New Creates a new profile.
Profile

Modify Profile |Changes an existing profile.

Copy Profile | Creates a new profile by copying an existing one.

Delete Profile |Deletes an existing profile.
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List Profiles SYSPARM Utility

List Profiles

This function displays a list of all existing profiles.

¥ To invoke the List Profiles function

® On the SYSPARM Menu, enter Function Cadand,
O Enter an asterisk (*) to list all profiles.

Or, specify a profile name with asterisk (*) notation to list only a certain range of profiles.
The List Profiles screen is displayed.
On the List Profiles screen, press PF7 or PF8 to scroll the list up or down.

Listed below are the PF keys and line commands available to select a profile for display, modification or deletion.
Mark a profile with the cursor and press the appropriate PF key, or enter a line command in the Sel. column next to
the profile and press ENTER:

Key | Line Function

Command
PF4|D Invokes theDisplay Profilefunction for the profile specifiedl.
PF5/ M Invokes theModify Profile function for the profile specified.
PF6| X Invokes theDelete Profilefunction for the profile specified

Display Profile
This function is used to display a specific profile.
» To invoke the Display Profile function

® On the SYSPARM Menu, enter Function Cd&lend the name of a profile.
Or, from thelist Profilesscreen, select a profile as described in the relevant section.

The Display Profile screen appears displaying the profile specified.

To modify the profile, press PF5 which invokes thedify Profile function.

Add New Profile

This function is used to create a new profile.

» To invoke the Add New Profile function
® On the SYSPARM Menu, enter Function Cadand the name of a profile.
On the screen displayed, specify the profile parameters to be included in the profile as described below:

® Specifying Parameters
® Functions
® Help on Parameter
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SYSPARM Utility Specifying Parameters

Specifying Parameters
The individual parameters must be separated from one another by (one or more) blanks or commas.
You can spread the specification of the parameters over as many lines as you like.

When the profile is used withRROFILE parameter (see the Natural Parameter Reference documentation), the
entire specification (including any blanks) is evaluated as one continuous string of dynamic profile parameters - and
must therefore conform to the syntax for dynamic parameters.

Note:
The profile can itself contain a PROFILE parameter, which invokes another profile, whose parameter string is then
evaluated as part of the string of the first profile.

Functions

The following functions are available on the profile editing screen:

Key |Function

PF4 | Checks if the parameter specifications within the profile are syntactically correct.

PF5 | Stores the profile.

PF9 |Inserts one blank line below the line in which the cursor is positioned.

PF10 Deletes the line in which the cursor is positioned.

PF11] Copies the line in which the cursor is positioned.

Help for Parameter

» To invoke help information on a specific profile parameter

® In the field Help for Parameter:
O Enter the name of a parameter.
O Or, enter a character string with asterisk (*) notation.
All parameters whose names begin with that character string are listed.
Select a parameter by marking it with any character.
O Or, enter an asterisk (*).
A list of all parameters is displayed.
Select a parameter by marking it with any character.
® Press ENTER.
Or, place the cursor at a certain editor line and press ENTER as describeS8peauial Positioningelow.

The screen that appears contains two sections:
O The upper section with help text on the parameter specified.
If the text extends beyond the current screen, in the field More Help, enter a plus (+) sign to display the
next screen.
Enter a minus (-) sign to return to the previous screen or enter a period (.) to terminate the Help for
Parameter function.
O The lower section "Enter your parameter specification".
® Under "Enter your parameter specification”, enter a parameter specification.
Press PF4 to have your parameter specifications checked.
® Press PF3 to terminate the Help for Parameter function and add the parameter specifications at the bottom of
your profile or at the position marked earlier: Sgecial Positioningpelow.
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Special Positioning
To add new parameter specifications at a certain position in the profile:

O In the field Help for Parameter, enter a value (or an asterisk) anolt gwess ENTER.

O Position the cursor at the editor line below which you want the new parameter specifications to be placed.
O Press ENTER to invoke the Help for Parameter function and enter a parameter specification.

O Press PF3.

The new parameter specification was added below the editor line marked earlier.

Modify Profile

This function is used to change an existing profile.

» To invoke the Modify Profile function

® Onthe SYSPARM Menu, enter Function Cddeand the name of a profile.
Or, on the Display Profile screen, press PF5.
Or, from thel.ist Profilesscreen, select a profile as described in the relevant section.

A screen (similar to the screen for adding new profiles) is displayed on which you can modify the profile selected.

Copy Profile

This function is used to create a new profile by copying an existing one.

» To invoke the Copy Profile function

® On the SYSPARM Menu:
O Enter Function Cod€.
O In the field Profile, enter the name of an existing profile.
O In the field Copy To, enter the name of the new profile.

Note:
With this function, you can copy profiles only within the same FNAT file. To copy a profile to another FNAT file,
use the utilitySYSMAIN as described in the relevant documentation.

Delete Profile

This function is used to delete an existing profile.

¥ To invoke the Delete Profile function

® On the SYSPARM Menu, enter Function Cotle
Or, from thel.ist Profilesscreen, select a profile as described in the relevant section.

The Delete a Profile window is displayed.

® |n the Delete a Profile window:
O Confirm the deletion by entering the name of the profile.
O Or, press ENTER without entering anything to cancel the action.
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